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ABSTRACT 

This Final Report summarizes and details  the work performed 
to m e e t  the requirements of the “Vacuum Jacketed Umbilical 
Lines Technology Advancement” at Complex 39 for Phase I 
(Analyses) and Phase I1 (Testing), 

Vacuum Jacketed Flex Lines are routed across retractable 
service arms and supply cryogenic fluid to  the Saturn V 
vehicle. As  a consequence , these l ines experience severe 
heat transfer and motion conditions during operational ser- 
vice as well as extreme atmospheric conditions which result  
in premature failure of components and high frequency of 
maintenance and attendant costs .  

The purpose of this program was to  increase the performance 
characteristics and reliability of these lines by developing 
improvements in design, construction and/or usage. 

A four s tep approach was initiated to  evaluate the operating 
parameters and functional integrity of the existing hardware. 
It was as follows: 

A. Review flex line detail,  assembly and installation 
drawings and specifications , including shop fabrica- 
tion prints and procedures. 
Review (on-site) the installed flex lines as used 
both in the swing arm test fixtures at Huntsville 
and the actual launch umbilical tower at Cape 
Kennedy. 
Review all Unsatisfactory Condition Reports generated 
by NASA and al l  AMETEK/Straza Inspection Reports 
which describe any type of V. J .  flex line failure, 
Detailed inspection of launch movies. 
Correlate the information generated in the first three 
s teps  into a meaningful image of what is needed to  
improve the existing design of vacuum jacketed flex 
lines used at the Saturn launch facility. 

B. 

C. 

D. 

On the basis  of this  hardware evaluation, the product review 
was  initiated. Thirty-one manufacturers of flex hose, some 
involved in  cryogenics , were contacted by letter and tele- 
phone. No advances in technology were found in responses 
to  these contacts , and it was established that the V. J .  flex 
lines in use  a t  the Saturn launch facilities are representative 
of existing state-of-the-art hardware. 
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Vendors of specialty products which could serve a s  the 
basis  for design improvements were contacted and their 
products evaluated. In some cases, facilities of vendors 
were inspected and the design problems were discussed 
with engineering staffs (I These contacts were productive 
in the generation of methods, materials technology and 
processes which served to confirm the feasibility of sev- 
eral design ideas 

The f i rs t  step in the approach to  improved flexibility was 
to determine the relative contributions of what were con- 
sidered t o  be the two major influences on resistance to 
bending, (a) the bellows and (b)the braid. A preliminary 
test indicated that the braid is a slightly more significant 
factor in overall line flexibility than the bellows in the 
case of a typical flex hose.  

A preliminary test was also conducted to  determine the 
bending moment created by pressurized bent flex lines 
and a l so  to find the resistance t o  bending when pressur- 
ized. The results showed that the single wall braided 
flex hose was approximately ten (10) times as s t i f f  when 
pressurized to 50 psig a s  when unpressurized. Since 
braid friction could be a major operating factor and it is 
not practical to make analytical calculations, it was pro- 
posed in  the Phase I1 Test Plan that further detailed testing 
evaluation be done. 

The types of damage suffered in service by the lines 
demonstrated the need for more rugged assemblies. Damage 
ranged from small (.030 inch deep) dents in the t ips  of the 
convolutions of the outer jacket to complete destruction of 
a V. J. line by ripping into two (2) separate pieces. How- 
ever,  the predominant failure mode was a combination of 
shock load and abrasion applied on the outer jacket surface 
in such a manner as to produce separation and tearing of 
the braid along with flattening of outer jacket bellows con- 
volutions over an area ranging from three (3) to twelve (12) 
square inches e Loss of vacuum integrity through leaks thus 
generated in the outer jacket bellows was common. 

A stronger bellows is fairly s imple  to attain i f  a larger 
bellows diameter and higher weight can be tolerated. An 
increase in bellows material thickness when accompanied 
by an increase in convolution height can result in a stronger 
assembly which still has comparable flexibility. 

A more easily repaired flex line assembly can be attained 
by making the outer jacket braid removable. Since the braid 
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on the outer jacket carries no pressure loads and serves 
solely as a protective device over the bellows, a braid 
clamp attachment would suffice e Making this  change from 
welded attachment t o  clamping would expedite repairs to  
both braid and outer jacket bellows and in many cases make 
the difference between field repairable damage and that 
which must be sen t  to  the manufacturer for correction. 

With the foregoing in  mind, the approach was taken to 
generate design ideas  which would effect (a) stronger 
bellows, (b) better protection for bellows, (c) more easi ly  
repairable lines and (d) more flexible l ines.  

The major new technology proposed to  effect the foregoing 
was  (a) energy absorbent bumper material t o  be placed on 
the outer jacket bellows, (b) easi ly  removable braid on 
outer jackets,  (c) either lighter braid or no braid on the 
outer jackets (the energy absorbent material replacing the 
outer braid), and (d) generation of pressurized line flex- 
ibility data upon which to base flex line lengths and routing 
in usage such a s  the swing arms on the launch Complex 39 
umbilical tower. 

Material research for energy absorbers suitable for use 
external to the flex lines was undertaken and several 
possible candidates chosen. (a) Polytetrafluorethylene 
(Teflon), (b) Nylon, (c) Molded silicone rubber and (d) 
Room Temperature Vulcanizing (RTV) silicone rubber. 

Preliminary design work was accomplished for a removable 
braid fastening configuration using a band clamping arrange- 
ment e 

The Phase I1 program proposal included as its major i t em a 
test plan designed t o  verify the relative ruggedness of flex 
lines with and without the various energy absorbent mate- 
r ia l s ,  verify usage of removable braid attachments, determine 
bending loads (line flexibility) under pressure and determine 
the affect of the energy absorbent materials on flexibility. 
After approval of this test plan and the test procedures 
specific to each test, Phase I1 activity commenced. A l l  tests 
including environmental, (salt spray, high temperature and 
low temperature exposure) were conducted, witnessed, 
documented and reports written. Analysis of the Phase I and 
Phase I1 program goals and test results led to the following, 
conclusions and recommendations a 
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Conclusions 

A, 

B. 

C .  

D .  

The concept of using a strip of energy absorbent 
material placed circumferentially about the outer 
jacket of a flex hose between the braid and the 
bellows is feasible, producible and can be of 
significant value in reducing external damage of 
the type m o s t  commonly encountered a t  Launch 
Complex 39; that is damage caused by impact 
during handling and installation. Silicone rubber 
affords a greater degree of impact resistance than 
Teflon or Nylon e Teflon resis ts  simulated launch 
blast  conditions (140OOF for 10 seconds) without 
damage. Nylon, Molded Silicone Rubber and RTV 
Silicone Rubber suffered varying degrees of damage. 
Further development of the energy absorbent mate- 
rials and configurations can lead to a basic advance 
in reliability of V. 3. flex lines of a l l  types. 
Standards of impact resistance should be specified 
when flex hoses are procured. These standards 
should be based on anticipated service and handling 
conditions. Future procurement of flex hoses for 
use such as that a t  Launch Complex 39 a t  Cape 
Kennedy should specify an energy absorbent mate- 
rial between braid and outer jacket bellows. The 
energy absorbent material should be euqivalent 
to cured-in-place RTV silicone rubber, and prefer- 
ably clear. The thickness of the energy absorbent 
material should depend on impact resistance required. 
Impact resistance criteria should be related to specific 
anticipated handling loads. A test machine should be 
used in qualification of impact resistance.  

Short, large diameter flex hoses should be avoided 
where possible to avoid high stress conditions a t  
the connections when such lines are pressurized and 
subject to motion. The line length and pressure are 
the critical factors and should be carefully considered 
on new installations. 

On vacuum jacketed flex hoses such as those in use 
a t  Launch Complex 39, the outer jacket braid should 
be removable for field inspection and possible field 
repair. A braid angle of 45O to 5 5 O  should be speci- 
fied for all braid used on flex lines. 

Multiple'ply bellows design has no value as a means 
of increasing reliability based on the failure modes 
(impact and abrasion damage) observed on flex hoses  
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at Launch Complex 39 since they are non-repairable 
and the same degree of flexibility can be achieved 
by higher bellows convolutions e 

E .  Maximum allowable bending loads should be speci- 
fied for procurement of flex lines, both pressurized 
and un-pressurized where applicable to installation 
and service conditions. Bending loads for specific 
hoses should be based on allowable connection 
point stresses with installatim convenience taken 
into consideration. 

F. Personnel involved in handling flex lines should be 
instructed in proper handling methods to avoid 
hardware damage. Handling procedures cautioning 
personnel to use care with flex lines should be 
established to avoid dropping tools on l ines,  
exceeding minimum bend radii ,  etc. 

Recommendations 

A. A minimum wall thickness of outer jacket bellows 
should be increased from .010 inch to  .016  for all 
s izes  and types of flex hoses .  Reliability would 
be greatly increased by this change on existing a s  
well a s  hardware planned for future use.  

B.  Complete motion studies should be made of flex 
hoses now in use on the Launch Umbilical Tower at 
Complex 39 as well a s  any future systems planned. 
This study would optimize flex hose lengths, bend- 
ing modes and also take advantage of information 
developed by this study to avoid damage to lines at 
launch operations and reduce attachment point load- 
ing. 

C. Further study of vacuum jacketed flex hose design 
should be made to evaluate: (1) possible inner line 
braid design improvement , (2) possible replacement 
of outer jacket braid with energy absorbent materials , 
(3) improvement of braid attachment methods and 
(4) fatigue life of vacuum jacketed flex hoses in 
various bending modes. 



3,O FINAL REPORT 

3,l.O PHASE I TECHNICAL REPORT 

3.1.1 H'ardware Evaluation 

3.1.1e1 

3.1.1.2 

Introduction 

At  the beginning of the program, a four s tep approach was 
initiated to evaluate the design , construction, specification 
requirements , operating parameters and functional perfor- 
mance of the vacuum jacketed flex lines in use on the launch 
umbilical tower swing a r m s  for the Saturn V vehicle. It was  
determined that the scope of the investigation should include 
a l l  design, functional and environmental factors with special  
emphasis on line flexibility and failures of a l l  types. The 
four steps were a s  follows: 

A. Review V. J .  Flex Line specifications, shop fabrica- 
tion drawings, test procedures and installation 
drawings to  determine details  of line design and 
construction in relation to  operating criteria originally 
established by NASA. 
Make on-site inspection of V .  J. Flex Lines installed 
on umbilical tower swing arms at Marshall Space 
Flight Center and a t  the Vehicle Assembly Building at 
Kennedy Space Center. Review the installed geometry 
of these l ines and their disconnect motions. Discuss 
handling , installation, testing and maintenance prob- 
l e m s  with the personnel involved with these operations 
in the field.  
Review all Unsatisfactory Conditions Reports generated 
in the field and al l  AMETEK/Straza Inspection Reports 
on line failures of a l l  types to  serve as the basis  of a 
reliability analysis.  
Translate the information gathered in the first three 
steps into specific problems for possible solution in  
the Product Review and Design Phase efforts of the 
program. 

B. 

C .  

D .  

The following information and conclusions were generated as 
a result of the foregoing approach: 

Spec if  ic ati on Require me nts 

Two basic types *of V .  J .  Flex Lines are involved in  this study: 
(a) Cryogenic liquid propellant transfer lines used for LO2 and 
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3.1.1.3 

and LHZ flow into vehicle and (b) GH vent lines used to 

NASA documents controlling design , fabrication and testing 
of these l ines are a s  follows: 

transfer gaseous hydrogen from the ve 5 icle, The basic 

75M09793 LO2 Transfer Arm #1 
75M06519 LH2 & LO2 Transfer Arms #1 & #4 
75M09783 GH2 Venting Arms#5 & # 7  
75M05865 LH2 & LO2 Transfer Arms #6 & #8 

Conforming to  these basic procurement specifications are ten 
(10) propellant transfer flex lines which have an evacuated 
annulus at room temperature and five (5) venting flex lines 
which are pressurized t o  5 psig in the annulus with CO2 at 
room temperature. A l l  of the lines are double wall metallic 
be llows de sign e The bellows are predominantly type 3 16L 
CRES (some are type 321 on inner lines) ranging in thickness 
from ,010 t o  .020 inch. All bellows are single ply construc- 
tion, annular corrugations (as opposed to  spiral) and 
hydraulically formed. The propellant transfer lines employ 
radiation shielding (aluminized mylar or fiberglass and 
aluminum foil) to reduce heat transfer and molecular sieve 
gettering material (charcoal or zeolite) to  aid long term 
vacuum retention in the annular space. The vent lines use 
neither of the foregoing since heat transfer is not as impor- 
tant a factor with gas that is expelled from the vehicle. 

The individual acceptance tests consisted of proof pressure , 
leakage and thermal shock which were done a t  the manufac- 
turers facility (AMETEK/Straza) . The qualification tests were 
performed by the Boeing Company at  the MSFC LC39 CSE test 
facility. The tests were proof pressure, leak, thermal shock, 
flex cycle , vibration and burst pressure. I t  is noted here for 
future reference that the flex cycling tests were conducted 
without line pressurization. 

On-Site Evaluation 

Testing, maintenance and assembly personnel were inter- 
viewed to  obtain first  hand information on line flexibility, 
damage and handling characteristics. No  problems were 
found related to unpressurized line flexibility in  handling, 
testing or installation. Some evidence was found of lack of 
ruggedness in lines e Maintenance problems were oriented 
toward accessory components such as burst discs  and thermo- 
couples I t  was noted that during installation on swing arms, 
the flex lines are exposed to rough handling, bumps, scraping 
on structure and other potential hazards which are virtually 
unavoidable. The need for more rugged outer jacket 
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construction on flex lines became obvious at this point. 

The flex lines are installed on the swing arms in  the 
position as shown on the accompanying AMETEK/Straza 
drawings 8-030636, 8-030639, 8-030640, 8-030643, 
8-030645 and 8-030647, It may be noted that in  some 
cases flex lines appear to be jus t  long enough to accommo- 
date the (approximately looo) arm motion (see 75M09788-13 
and 75M09788-15 on Arm l) ,  In other cases such as the 
75M09667-5 and 75M09667-7 lines on Arm 5, there appears 
to  be significantly more length of flex line than necessary 
for the retraction motion. In addition, there appear to  be 
situations where the choice of flex line usage versus 
gimbal articulated hard line usage is questionable. One 
case in point is the 75M07823-9 lines used on Arm 6 for 
vehicle interface motion compensation. Pressurization 
prior to launch makes these flex hoses  much stiffer than 
a gimballed hard line would be. The loads on line mounting 
structure are thus greater than necessary. Examination of 
line geometry as installed and in motion during launch w a s  
made by studying motion pictures of the MSFC swing arm 
qualification testing program as well as  actual launch. I t  
w a s  noted that impact forces on some lines such as 
75MO9304-7 on Arm 7 are severe during retract at launch. 

3.1.1.4 

Based on the foregoing information it was concluded that 
(a) more rugged l ines are needed, (b) that line re-routing 
might in some cases reduce s o m e  damage, (c) that un- 
pressurized line flexibility during installation is not a 
problem, (d) that  pressurized line flexibility during launch 
may be a problem and (e) that the choice of flex lines 
versus gimballed hard lines is in some instances question- 
able. 

Review of Conditions and Failures 

A l l  AMETEK/Straza Inspection Reports for flex lines returned 
for repair and all flex line Unsatisfactory Condition Reports 
generated a t  KSC and MSFC were collected and analyzed. 
These reports are part of the Unit Docket data compilation 
created during the study program. A total of twenty-six 
(26) line failures are described in these records; some are 
due to  damage or failure in a single location on the line 
and others involve multiple location damage and failure 
on a given line. Of the twenty-six line vailures , twenty- 
two were due to externally applied shock and/or abrasion 
loading, one was  due to  excessive pressurization, one was 
a fabrication defect, one was a material defect and one was  
of unknown origin. None of these failures occurred during 
filling or venting or during launch. 
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The predominant type of failure involved torn braid strands 
on the outer jacket, dented bellows convolutions and loss 
of vacuum integrity. Extend of damage ranged from a few 
broken braid strands with .010 inch dents in a convolution 
to a line which had been completely torn into two pieces. 
Some damage was caused by failure of accessory compo- 
nents such as burst d i sc  leakage. Typical of this type of 
damage is the case of a slow leak in  a burst disc  causing the 
annular space between inner line and jacket to f i l l  with liquid 
air  when inner line is filled with LH2. When the line is 
allowed to  warm, the gas in the annular space expands faster 
than it can  escape through the opened burst disc  and the inner 
line collapses under the excessive external pressure a How- 
ever , since this study program considers burst d i sc  improvement 
as a separate task,  this type of failure is not pertinent t o  the 
flex line portion. 

To summarize the analysis of flex line failures the following 
conclusions were drawn from the evidence studied. 

A. 

B. 

External damage to  outer jackets must be reduced in 
order to improve flex line reliability. 
The outer line braid and bellows are the most 
vulnerable components. (See photograph on the 
following page e )  

New handling procedures or re-routing of l ines would 
not be a significant improvement. 
The reliability of existing flex l ines,  based on the 
performance of eighty-one (81) units in use is .6790. 

C. 

D. 

3.1.1.5 Reliability Proqram 

The Reliability Analysis forms the bas i s  of the  Reliability 
Program. The program outline is: 

Establish Reliability of Existing Hardware 

(4 
I. 

Usage data, reports, rejections , 
failure analysis.  

11. 

111. 

Establish Reliability of State-of-the-Art 
Hardware 

(4 Vendor contact , industrial usage 
information 

Esta6lish Reliability goal for new hardware 

(4 Base goal on projection of design 
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3.1.1.6 

IV a Evaluate Reliability of new hardware 
(a) Phase I1 test results 

The foregoing Hardware Evaluation established that the 
reliability of existing hardware is .6790 ., I t  is found in 
the following Product Review that no hardware presently 
in use would have a significant impact on this level of 
reliability. Thus the state-of-art is assumed to be the 
s a m e  order of reliability as the existing hardware in use  
at Launch Complex 39. Step 111 and Step IV in the above 
outline will be included in the Phase I1 effort as the final 
steps of Reliability Program. 

Data Correlation 

The purpose of the Hardware Evaluation task was to  
determine specific weaknesses in  the design, construction 
and/or function of the flex lines under study. Correlation 
of a l l  the data gathered during this initial phase of the 
program resulted in the following conclusions: 

B. 

A. The NASA specifications governing flex line design 
were non-definitive regarding ruggedness. An 
example of this is Paragraph 3.4.1 of 75M05865 
which s ta tes ,  "Each assembly shall  be built t o  
withstand the strains,  shocks, vibrations and 
other conditions incident to the delivery, instal- 
lation and service". If ruggedness test data had 
been available, more specific criteria could have 
been established. 
N o  specific written handling procedures were made 
available to  personnel involved in testing, inspec- 
ting and installation of flex lines. An example of 
precautions which should be impressed on persons 
handling such l ines is the delicate nature of 
instrumentation bosses  and valves protruding from 
lines and a l so  the minimum bend radii of the 
various configurations. 
Inspection of line motions during launch disconnect 
revealed some apparent discrepancy between line 
flexure capacity and actual flexure required in  
service. An example of this is Arm 5 vent lines 
75M09667-5 and -7 which are much longer than 
motion would' dictate. 
The Unsatisfactory Condition Reports showed the 
major failure of flex lines was external damage due 
to shock and abrasion loading. Minor damage which 

C .  

D. 
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3.1.2 

caused many lines to be returned to source for 
repair could have been precluded by incorp 
of some simple shock absorbent material on the 
outer jacket. Major damage in many cases could 
have been reduced to  minor damage in  the same 
way e 

The reliability of flex l ines is presently very low 
(. 6790) e Major improvement of this reliability can 
only be accomplished with a basic advance in 
ruggedness design since lack of ruggedness was 
the major failure mode. 
Unpressurized hose flexure is apparently not a 
problem since no installation problems related 
to hose stiffness were encountered in  the investi- 
gation. 
Pressurized line flexure may be a problem since 
installed geometry in some cases places relatively 
short flex l ines in a position of compensating for 
relative motion between swing arm and vehicle 
immediately prior to  launch when lines are pressur- 
ized and thus very stiff. Further testing and 
analysis is indicated here e 

E, 

F. 

G. 

Product Review 

The information generated by the Hardware Evaluation phase 
of the program served as the basis  for conducting a Product 
Review which was aimed at acquisition of industrial tech- 
nology which could provide solutions to  flex line improvement 
problems. The major efforts of the Product Review were 
oriented to finding off-the-shelf flex hoses ,  flex hose 
accessories  or any related products which would improve 
vacuum jacketed flex line ruggedness , flexure , flexure life , 
bend radii, ease of maintenance or general strength. 

3.1.2.1 Flex Hose 

Initially the following manufacturers of f lex hose were con- 
tacted by mail: 

American Boa Incorporated Arrowhead Products 
Alloy Bellows Incorporated 
Anaconda Metal Hose 
Allied Metal  Hose Company 
Flexible Tubing company 
F lexonic s 
Hallett Manufacturing Co 

AMF Thermatool Incorporated 
Avi ca Corpora ti on 
Atlantic Meta l  Hose Company 
D .K. Manufacturing Company 
Flexible Metal  Hose Company 
Gardner Bellows Corporation 
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3.1.2.2 

Mechme tals Corpora tion 
Marman- Aeroquip 
Pennsylvania Flexible Metal 

National Bellows Corporation 
Vacuum Barrier Corporation Titeflex Incorporated 

Kef lex Manufacturing Company 
Me tal Bellows Corporation 
Stainless Steel Products 

Tube Company Standard Bellows Company 
Standard- Thoms on Corporation 

Responses from these companies indicated no new develop- 
ments which would produce flex hoses superior t o  or 
different than those presently in use  on the Launch Umbilical 
Tower at Complex 39. 

Braid - 
It was next decided to investigate the metal braid since this 
component of the flex line affects both ruggedness and degree 
of flexibility. A number of companies manufacture woven 
tubular wire braid of the type which can be used on flex lines. 
However, it was found that only the National Standard Company 
of N i l e s ,  Michigan, fabricates braid large enough to  be used 
on l ines larger than two (2) inches in diameter, and even this  
company has  only one braiding machine of this s ize .  A trip 
was made to  the National Standard plant in Michigan to  evaluate 
the manufacturing process and to discuss  braid design with their 
engineers. 
on the following page. For line s i zes  greater than six (6) inches 
the "Braided Braid" type of construction must be used since 
parallel braid simply f a l l s  apart when unsupported in the larger 
diameters. I t  was further learned that braid angle range is 30° 
to  65O. The limiting factor is braid manufacturing tooling design. 
Individual wire diameter s ize  range is approximately .005 inch to  
.062 inch, depending on number of wires per strand and braid 
diameter e 

Braid construction presently available is depicted 

It has been the experience of the National Standard Company that 
a braid angle of 450 is optimum for stabilization of pressurized 
bellows to prevent "squirm". This is confirmed by the related 
experience of other bellows manufacturers although no test data 
was available as proof. No weave pattern deviations from that 
shown in the braid design figure are available at present. 

3.1.2.3 Bellows Protective Devices 

A search of literature revealed a number of specialty products 
which might have application to protection of flex hose bellows. 
These products were evaluated based on the following criteria: 

A. Ability to adequately absorb or deflect impact and/or 
abrasion loads of the magnitude suggested by damage 
surveyed in the Hardware Evaluation phase e 
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B e  Ability to withstand a reasonably broad temperature 
range in usage estimated at approximately -65' to  
2OO0F long term and -32OoF to 140OOF short term. 
Ability to withstand environmental conditions of salt 
spray, solar radiation, sand and dust and high 
humidity without de te riora ti on 
Ability to increase or a t  worst not affect the flex- 
ibility of the flex line. 

C ,  

D. 

Zippertubing 

The Zippertubing Company manufactures a variety of plastic 
s leeves which are designed a s  protective covers for electrical 
wiring. These s leeves have a continuous zipper along their 
length for easy  removal. This product is a l so  available with 
a fine wire mesh inner liner which would serve as a cushion 
between a flex hose and the plastic sleeve exterior. The 
major problem with this type of sleeving would be loss  of 
flexibility. However, it appears to have some merit as a 
shipping and handling cover which could be removed prior 
to  line installation e 

Bentley-Harris Sleeves 

A braided sleeve of silicone rubber coated fiberglass is 
manufactured by the Bentley-Harris Manufacturing Company e 

It is used in  electrical cable coverings but appears to  have 
mechanical strength sufficient to be considered as a replace- 
ment for outer jacket braid on flex lines.  Abrasion resistance 
of fiberglass is poor but when coated on an individual fiber 
level with silicone rubber it might be usable. The temperature 
compatibility appears to  be good, but the closed weave pattern 
of braid would eliminate convolution visibility in  a permanent 
cover. However, if an easily removable sleeve of this material 
were used it might be practical. Perhaps a double wall of the 
material could be assembled over a bellows with removable end 
clamps as attahcment points. 

Carborundum Refractory Fiber 

From the standpoints of flexibility, strength and temperature 
resistance,  the various refractory fibers m u s t  be considered 
candidate materials for bellows protection sleeving . However, 
the difficulty of attaching this material to others and the lack 
of usage data tend t o  reduce its usefulness. These materials 
are primarily intended for high temperature insulation and cryo- 
genic properties are unproven. 
convolution visibility would be some problem on permanent 
covers of these close weave fabrics. 

And again, the lack of 

Page 16  



A self-gripping s leeve which appears to  have some of the 
geometric construction characteristics of woven wire braid 
is made by Nalle Plastics.  I t  is, however extruded as a n  
integral part with no individual strands. Even so  it might 
serve as an energy absorber between wire braid and bellows 
if it were avialable in a high strength, high temperat 
material,, At present however it is limited by the materials 
which can be extruded in t h i s  unique shape. Polyethylene 
is the only material the manufacturer has  used t o  date.  

Shrink-on Plastic Covers 

A variety of plastic bellows covers are available from 
several manufacturers. The concept of a fairly thick 
(approximately .020 inch) plastic f i l m  on the exterior of 
a bellows would seem to greatly improve its abrasion 
resistance and possibly its impact load resistance.  Two 
major drawbacks are apparent: (a) greatly reduced flex- 
ibility and (b) lack of convolution access  for repair or 
inspection. In addition to these problems there are no 
presently available high temperature plastics which can 
be shrunk onto a bellows. 

Bellows Convolution Bumper Strips 

Several manufacturers are in the business of supplying 
molded or extruded strips of a variety of plastics materials 
for use  as hole grommets. However, i f  the "U" shape 
cross  section strips are fitted around the circumference of 
bellows convolutions, they might be effective in reducing 
dents and scratches in the bellows. There would be no 
reduction in line flexibility i f  the strip were only fitted 
on every second or third convolution and they would be 
eas i ly  removable (assuming braid is removable on outer 
jacket.) Thermal range is somewhat limited by materials 
availability, however Nylon or Teflon might be reasonable 
candidates. 
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NAMEOFPRODUCT Zippertubing * Type SHXCFEPlO 

DESCRIPTION 

Shielded Teflon * 
Temperature extreme and abrasion resistant Teflon Zippertobing*with Z h a c  which zips on or off 
quickly. Lined with knitted wire mesh (2-ply or 4-ply) for shielding against electrostatic or R.F. 
interference, and grounding braid. 

A shielding jacket with t dielectric properties, remaining fully functional and flexible under 
extreme temperature co 

Z-trac offers quick z ipon application, zip-off for needed modifications, and holds securely while 
in use. 

Grounding braid i s  attached the entire length and acts as an RFI seal where the mesh overlaps, 
preventing possible leakage. 

Wherever the environmental requirements of exotic conditions cannot be met by other materials. RFI 
and electrostatic shielding for space application, jet aircraft, and any other installations in extreme 
environmental conditions, or where chemical protection i s  required. 

Ultimate Tensile Strength (MD) 
Ultimate Elongation (MD) 300% 
Tear Strength - propagating (Elmendorf) 125 gms./mil 
Area Factor 12,900 sq. in,/lb./mil 

Chemical Properties: 
Resistant to practically al l  chemicals except fluorine at temperatures above 2Oo"C, molten alkali 
metals and certain complex halogenated compounds. 

Thermal Properties: 

FEATURES 

APPLICATION 

TECHNICAL DATA Physical Properties: 
3000 psi 

Melting Point 500" - 535°F 
260" - 280°C 

Service Temperature, continuous -425" to tQ0"F 
-255" to tZU0"C 

Electrical Properties: 
Dielectric Strength (ZU mil) 1800 volts/mil 
Dielectric Constant 2.0 
Volume Resistivity >10 17 ohm-cm. 

Sizes: 3/4" to 4" in 1/8" increments. Others on request. 
Standard putups: 25 and 50 ft. 
Wall thickness: 10 mil standard; 15 & M m i l  available. 
Color: Clear. 

* Registered TM of the Zippertubing Co. 
* Registered TM of the DuPont Co. 

494 SO. RI V E R V I E  
B A L T I M O R E  0 

N E W  YORK e PHO 

Bulletin T8168 Zippertubing Bulletin 
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OUTSTANDING PROPERTIES SCALE 
Abrasion Resistance 
Corrosion Resistance 
Refractoriness 

Need greater resistance to wear, 
heat and thermal shock? Then con- 
sider this one. Hardness of KT Sili- 
con Carbide (2740 on Knoop 100 gm 
scale] far exceeds that of more com- 
mon wear-resistant materials. And 
the result is erosion and abrasion 
resistance that’s exceptional. Takes 
heat to 4200 F (to 3000 F in oxidiz- 
ing atmospheres). Strength, too, is 
exceptional-22,800 psi modulus of 
rupture  a t  2200 F. Compressive 
strength at room temperature as 
high as 150,000 psi. Material is self- 
bonded, offers high density. Imper- 
meable. Typical uses-valve seats, 
heat-exchanger tubes, nozzles, bear- 
ings, suction box covers for the pa- 
per industry. 

OUTSTANDING PROPERTIES SCALE 
Abrasion Resistance 
Corrosion Resistance 
Neutron Absorption 

“Diamond hard,” this one. Harder 
than the other materials shown here. 
2800 on the Knoop 100 gm scale. 
This hardness, plus density over 99% 
of theoretical, adds up to the most 
abrasion-resistant material available 
in commercial shapes. Another un- 
usual talent-“HD” has high neutron 
absorption, which recommends it for 
control rods, shielding in nuclear re- 
actors. What’s more, “HD” is chem- 
ically stable, nonporous, uniform in 
composition, yet lightweight (2.52 
gms/cc). Material has been diamond 
ground to tolerances as  fine as .0001”, 
with surface finish to 1 RMS. Typical 
uses-blast nozzles, bearings and 
seals, sizing rings and gauge blocks, 
cylinders. 

* 

OUTSTANDING PROPERTIES SCALE 
Strength 
Refractoriness 
Thermal Shock 

A genuinely new idea in making 
high-temperature lightweight mate 

he name CARB-I-TEX covers a 
of materials formed to shape 

by bonding layers of carbon or 
graphite cloth, yarn or rope. The 
bonding agent is elemental carbon. 
Hoop tensile strengths in excess of 
25,000 psi at  4200 F are possible. Vir- 
tually immune to thermal shock-no 
outgassing. Low erosion equals that 
of the best graphites used for rocket 
nozzles. And CARB-I-TEX materials 
are 30% lighter than their solid 
counterparts. C~RB-I-TEX provides 
the means of building larger and 
more complex carbon and graphite 
shapes than ever before possible. 
‘Patents pending. 

Just write Dept. MS, The Carborundum Company, 
Niagara Falls, N. Y. 14302. We’ll be glad to send 
technical bulletins on any or all of the materials de- 
scribed on this and the two preceding pages. Please 
specify the products that interest you. 

Carbomdum Bulletin 
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OSION, HEAT TO 6OOOF- 

OUTSTANDING PROPERTIES SCALE 
Refractoriness 
Dielectric Strength 
Corrosion Resistance 

The advanced Carborundum materi- 
al that’s machinable with ordinary 
tools. A convenience for prototypes, 
an excellent jig and fixture material 
for  high-temperature  product ion.  
Mater ia l  o f fe rs  high dielectr ic  
strength, even at high temperatures. 
Lubricity is exceptional. So is ther- 
mal conductivity. Resists most cor- 
rosive chemicals, is not wetted by 
molten metals and salts. Standard 
and High Purity grades available. 
May be  used in inert atmospheres 
to 5400 F. Solid form fesists oxida- 
tion to 1800 F. Comes in powders 
and coatings as well as solids. Typ- 
ical applications - chemical equip- 
ment parts, components for molten- 
metal pumps, metal cruubles, coil 
orms, electrical insulators, com- 

bustion-chamber liners. Boron ni- 
tride powder may be used as mold- 
release agent, high-temperature lu- 
bricant. 

Piberfrax@ 

OUTSTANDING PROPERTIES SCALE 
Flexibility h Strength Thermal Insulation 
Inertness Refractoriness 
Electrical Properties Corrosion Resistance 

OUTSTANDING PROPERTIES SCALE 

Over 99.9% pure carbon, these fab- 
rics are  flexible, yet unbelievadly 
strong. Yarns with specified elec ri- 

ohms per foot of length. Chemically 
inert to virtually all reagents, prac- 
tically immune to thermal shock. 
These textile materials can be  used 
to 5700 F. Developed originally for 
ablative designs for spacecraft, these 
yarns, felts, tapes and woven fabrics 
of carbon and graphite now open the 
door to new concepts in filtration and 
resistance heating applications such 
as commercial ovens, high-tempera- 
tu re  furnaces ,  a i rc raf t  de- icers ,  
blanket heaters for commercial and 
military components, sporting equip- 
ment and arctic wear. 

cal resistivity from 0.9 to 10,000, b 00 

This thermal insulator withstands 
continuous heat to 2300 F. And that’s 
only the beginning. Low, low thermal 
conductivity (typical K factor for 
some forms is less than 1 a t  1000 F). 
Excellent chemical stability and free- 
dom from outgassing. Usable tem- 
perature range from cryogenic to 
3200 F. That’s FIBERFRAX ceramic fi- 
ber. A most effective insulation. An 
excellent gas-filtration medium as  
well a s  an excellent gasketing and 
packing for special applications. 
Shown are some of the 40 forms of- 
fered. Bulk fiber, yarn, rope, tape, 
cloth, paper, blankets, vacuum-cast 
shapes, in a sprayable formulation, 
to name a few. Used to insulate oil- 
fired furnaces to promote combus- 
tion. In heat-treating equipment to 
promote fast heat-up. As gaskets for 
viewports in space capsules. Many 
more applications-the field is wide 
ouen. 

Carborundum Bulletin 
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Sleeve is formed by extruding two adjacent to be inserted. The sleeve tends to stretch 
layers of parallel polyethylene strips, one to its former length upon release and con- 
layer diagonal to the other. To apply, the forms to the shape of the part, thus form- 
sleeve is slightly compressed to increase ing a protective sheath. Device developed 
the diameter and permit a cylindrical part by Nalle Plastics, Austin, Tex. 

Nalle Plastics Illustration 
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. .  _--  
upon application of heat at 2260~. 01 

First step is selection of the proper diameter of tubing for the 
roll to be covered Measure roll diameter and then select tube 

size from table above Care should be taken to select the tube 
diameter that is as close as possible to the diameter of the roll 
Roll shown here is a 2" diameter conveyor roll; the tubing used 
in the 2" nominal diameter size 

Shrink-fit roll covers of FEP film can be applied to rolls in a 
three step process requiring just a few minutes First the 

tubing isslipped over the roll. No adhesive system or roll prepa- 
ration is required Any existing roll can be covered regardless of 
the substrate material. 

Second, heat is applied by use of a commercial hot air gun. 
A minimum temperature of 220°F. is required for shrink- 

age Since the melting temperature is greater than 52PF , there 
is little chance of damage from overheating during installation. 
Larger rolls wlll need to be supported either in a jig or, ideally. 
on a lathe to provide uniform rotation during tubing shrinkage 

Application of heat shrinks the tubing approximately 25 
percent, insuring a tight bond to the substrate The ends 

are then trimmed at point shown by pencil Temperature cycling 
and mechanical working cannot loosen the tubing A damaged 
tube or surface can be repaired by removing the damaged 
material and installing another sleeve Two or three sleeves can 

Shrink-on Plastic Covers Illustration 

Page 22 



FLEXIBLE GROMMET STRIPS 

holes, additional strips can be used. For positive positioning in odd 
shaped holes, apply Armstrong Type A-12 adhesive cement, or equiva- 
lent, to the cleaned edges of the material and grommet. 

CONFORMS TO MS-21266 

2 . m  . 1 6.155 . 
a" .. 3 

PANY, INC. 4444 West Irving Park Road 0 Chicago, Illinois 60641 0 Phone: (312) 282-8626 e Teletype 312-265-1322 

5M468 Weckesser Bulletin Printed in U.S.A. 
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3,1.3.1 

3.1.3.2 

De sign Evaluation 

The type of flex lines with which this study is concerned 
are composed of an inner braided bellows assembled 
inside of a larger diameter outer braided bellows with 
spacers between the two. The double wall flexible hose 
thus formed is designed to be vacuum tight and have a 
very low order of heat transfer from the outer line to the 
inner l ine.  The materials of construction are austenitic 
stainless steel except for the spacers and radiaXion shield- 
ing. Spacer assemblies between inner line and outer 
jacket maintain the concentricity of the two bellows under 
all conditions of flexure and are constructed of polytetra- 
fluorethylene . Radiation shielding is used on propellant 
loading lines only and is aluminized mylar or fiberglass 
and aluminum foil. On vent lines where heat transfer is 
not a s  cri t ical ,  a C 0 2  pressurization to  5 psig is in the 
annulus between lines at ambient temperature e When 
chilled with cryogen the C02 condenses onto the cold 
inner line and a partial vacuum is produced. The propellant 
loading lines employ a permanent partial vacuum and to aid 
the longevity of this "hard" vacuum a molecular sieve 
material of "getter" is placed in the vacuum annulus. The 
purpose of the getter is to absorb (or more technically, 
adsorb) any "outgassed" foreign material in the annulus. 
Thus the only basic differences between lines in  this 
study are the two methods employed to produce and main- 
tain vacuum insulation. Other differences are only minor 
dimensional, not basic  configuration changes. 

The major structural components of the flex lines are bellows 
and wire braid. These two are the only structural members 
required to be flexible and the radiation shielding on propel- 
lant lines is the only other flexible component - 
Braid Design 

On the flex lines presently in use  at Launch Complex 39 
the braid around the inner line bellows is used as the 
pressure end load carrier. The outer jacket braid on these 
lines serves only a s  shielding for the relatively light wall 
( *  010) outer jacket bellows Thus the major design factors 
needed for inner line braid are (a) axial load carrying 
strength and (b) flexibility. The outer line braid design 
factors are (a) ruggedness (b) ability to protect bellows and 
(c) flexibility. A s  shown in the Reliability Program section 
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the braid only affords partial protection to the outer line 
bellows However the bellows protective devices dis- 
cussed in  the Bellows Protective Devices section are 
promising and considerable ruggedness improvement is 
anticipated by their u se ,  The load carrying ability of a 
tubular braid assembly is reasonably simple to  analyze 
as follows: 

Where: P 
e 
A 

n 
N 
S 

Then: S 

axial load 
angle of braid weave 
cross  sectional area of a 
single wire 
number of wires per strand 
number of strands in assembly 
fiber s t ress  resulting from load 

PANn - 
c o s e  

Care must be exercised in the use  of this formula to  take 
into account the braid attachment at the ends of the flex 
line. Although the tensile strength of the braid wire is 
quite high, the structure is only as strong a s  its weakest 
member which is, in the case of welded end attachments , 
the annealed heat affected zone adjacent to  the weld 
nugget. 

The flexibility of the braid does not so easi ly  yield to 
analysis since major influences in this area are highly 
variable friction factors and the tendency of a tubular 
braid to  "lock" in given position when end load is applied. 
If it weren't for these factors it might be practical to 
assume an  analogy with a helical coil  spring. However 
this not being the case , a preliminary evaluation test was  
conducted with a simple braided bellows assembly (single 
wall). The bellows assembly was a .010 inch , single ply 
CRES 3 16L, 10.00 inch diameter bellows with a tubular 
braid weave of 45O with 96 strands, 1 7  wires per strand, 
e 020 inch wire diameter, CRES 3 16L construction. The 
braided bellows assembly was pressurized to  0 , 
3 0 ,  40 and 50 psig and deflected to 180' at  each pressure. 
The temperature was 7OoF and water was the pressurization 
media. The resistance to bending a t  various pressures is 
given in the Curve on Page 2 7.  This total resistance in- 
cludes all forces reacting against the load cell of course 
and it seems logical to assume that these forces are (a) 
bellows spring rate (very low), (b) hydraulic moment (inde- 
terminant), (c) braid spring rate (very low) and (d) braid 
friction (indeterminant) a I t  was observed during this test 

10 , 20 , 
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3 . 1 . 3 . 3  

that  when the assembly was pressurized, bent to  180° 
deflection and then released, it did not return to a s 
position regardless of internal pressure up to 50 psig. It 
appeared from handling the assembly that this was caused 
by a tendency of the braid to lock the bellows in a deflected 
position of 30° to 40° under pressure. Some of this tendency 
must be attributed to simple yield and permanent set since 
when the assembly was unpressurized such a condition was 
a l so  observed. However it was more difficult to return t o  
the undeflected position with internal pressurization than 
without e 

To determine the relative contribution of bellows and braid 
to the unpressurized spring rate of the same flex hose 
assembly a s  shown on Page 2 6 ,  a test was conducted a s  
outlined on Page 28. Thus it was established that each 
factor (bellows and braid) contribute nearly a n  equal amount 
of bending resistance when the assembly is not under pres- 
sure. 

It was determined at this stage of evaluation that the scope 
of Phase I was complete for braid design and that further 
testing during Phase I1 was indicated before definite recom- 
mendations could be made. Based on damage evaluation, 
product evaluation and the test results just  given it would 
seem logical to  consider changing the braid angle or braid 
density. 

Bellows Desisn 

At  the outset of the Phase I effort, in order t o  be objective, 
a survey of bellows analytical data was made and for 
reference the following bibliography is given: 

A. 

B .  

C .  

D. 

E .  

F. 

J. A. Haringx - "Instability of Bellows Subjected 
to Internal Pressure", Philips Research Report 7 ,  

Zallea Expansion Joints, Catalog Number 56, 1956, 
Zallea Bros e , Wilmington, Delaware. 
C.  M. Daniels - "Pressure Losses in Flexible Metal 
Tubing", Product Engineering, April 1956. 
F. J. Feely, Jr. and W e  M. Gory1 - "Stress Studies 
on Piping Expansion Bellows", Journal of Applied 
Mechanics, Paper Number 44-APM-22. 
M. W. Kellogg Company - Design of Piping System, 
Second Edition, 1956, John Wiley & Sons, New York , 

W. Samans and L. Blumberg - "Endurance Testing of 
Expansion Joints", ASME Paper Number 54-103, 1954. 

189 - 1 9 6 ,  1952. 

pp. 210 - 230. 
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G, 

H ,  Turner and Ford - "Stress and Deflection Studies of 

S. R, Kleppe - "High Pressure Expansion Joint Studies", 
ASME Paper Number 55-PET-10, 1955 

Pipeline Expansion Bellows", Proceedings of the Insti- 
tution of Mechanical Engineering, pp e 596-602 ,Volume 
171,  Number 15, 1957.  
Dr. F. Salzman - "Ueber die Nachgiebigkeit von Well- 
rohrexpansionen" , Schweizerische Bauseitung , Band 
127, Number 11, 1 2 7  - 130, March 15, 1957, 
"Simplified Formulas and Curves €or Bellows Analysis", 
Atomics International Report NDA-SR-9848. 
"State-of-theArt Survey of Metallic Bellows and Dia- 
phragms for Aerospace Applications", AFRPL-TR-65-2 15. 
"Bellows Spring Rate for Seven Typical Convolution 
Shapes 'I , by James De  Matheny; Published in Machine 
Design, January 4 ,  1964. 

I. 

J. 

K. 

I,. 

For the design of a bellows as  used in a braided flex hose there 
are three major considerations which must be dealt with (a) bel- 
lows spring rate, (b) bellows hoop s t ress  and (c) bellows 
deflection s t ress .  The following formulas and their derivations 
are taken from the preceding sources. The empirical factors are 
as explained and are based on experience a 

O.D. 
I. D. 
Dm 
LC 
h 
t 
N 
n 
E 

dl 
5 
I 
K 
K 
'L 
Ts 
M 
C 

€3 

s e  
te 

Nomenclature 
Outs ide diameter (inches) 
Inside diameter (inches) 
Me an diameter (inches) 
Convolution length (inches) 
Height of convolution (inches)* 
Thickness of single ply (inches) 
Number of ply 
Number of active convolutions 
Modulus of elasticity (psi) 
Bellows axial load (pounds) 
Deflection of quarter convolution 
Total bellows axial deflection (inches) 
Moment of inertia (in.4) 
Mean Radius 
Bellows axial spring rate 
Thinning factor (In:) 
Stress 
Moment (in-lbs) 
Distance from neutral to  outer fiber of 
beam (inches) 
Angular deflection of bellows (degrees) 
Equivalent axial deflection (inches) 
Effective bellows wall thickness 

*See Figure 3 on Page 31 
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FIGURE 1 

As shown i n  Figure 2,  deflection of 1/4 convolution i s ,  

3 = Ph Ref I ,  L h 3  P (2) - - 
24 E1 3 E1 

S1 

I - - D m T  t3 
12 

FIGURE 2 

Substituting equation (2) in ( l ) ,  

FIGURE 3 

Sprinq rate, 
3 t 3 K1 = P = P 2 ' f E  D m (i) = 2 q E D  (5) 

(4) 
m s1 P 
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or dne convolution the total spring rate i s ,  

c 1 

3 
Kt = 1.01,E Dm ( t N 

h 1-x  
A 

1 3 
K = -(K = ($+ED 4' 1 a m h  

For n convolutions and N plies,  the total spring rate is I (KJ 
n 

Kt - i .57  ED^ (L) 3 N  - 
h n 

However, the calculated spring rate from equation (6) is different 
from the measured actual spring rate thus an  empirical equation 
which is similar to equation (6) was obtained a s ,  

(7) 

'Where 
thinning factor were tabulated as 

is a dimensionless thinning factor, the values of the 

I I I 

Translating this from axial to bending spring rate,  
2 

2 

- 
KB = R K = inch 1bdradian 
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DEFLECTION STRESS: 

FIGURE 4 

Deflection for 1/4 Convolution, 

P 

I 

Mc Stress = I 

h M = P ($ 

f rom equation (11, 5, = 
P (7) h 3 '  

3 E1 

Substituting equation (1) in  equation (8), 
3 $ =  4n b 1  = n P h  

6 E1 

P = 6 E 1 6  
n h  3 

Substituting M ,  c, I ,  'in s t r e s s  equation obtaining, 

6 E 4  h t u =  3 ($ (2 )  
n h  

= 1.50 Et 6 
n 

B h' 
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his resulting equation is modified by empirical data with 1 .38  
lacing 1 .SO as follows: 

- 1 , 3 8  Et  
2 - 

n h  

Bellows Hoop Stress Formula Derivation 

- L c  

C----L-- P 
Cross - Section - Area 
A = 2 [ Z f l r t n  + 2 n t  ( h - 2 r d  

Hoop s t ress  eH = J- = P Dm ~c 
A A 

p 2 E  Lc  - - P E Lc rH = 2 [Zq'rtn $; 2 nt (h-2rg 2l(rtn + 2 n t  (h - 2r) 

Letting te = 2 f l  rtn - + 2nt (h - 2r) EFFECTIVE THICKNESS 
LC 

= r t  ( l f-2) + h t  

For evenly spaced convolutions 

r = -  Lc 
4n 

:* t, = Lct 4nh - 4n (W-2 4- -@ 

= t  4nh - (1.142 i - 
2 LC 

Q-, = - PK 
% 
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In order to illustrate the application of the foregoing formulas 
to the actual bellows designs in use  a t  Launch Complex 39 
the following design curves are given, The curves are based 
on the equation for solving the bellows spring rate in bending. 

Functionally the inner line flex hose bellows must be designed 
as a highly flexible pressure carrier capable of many cycles of 
deflection. The outer bellows must be capable of the same 
flexure and cycle life but only at one atmosphere of external 
pressure. However it is desirable to make the outer bellows 
highly resistant to external damage since it has  been found in  
Paragraph 3.1.1 "Hardware Evaluation" that this type of dam- 
age is the m o s t  common failure mode in  service for the assembly 
as a whole. One way of making the outer jacket bellows more 
resis tant  to dents without increasing the bending spring rate 
significantly would be to construct it of more than one ply mate-  
rial. An .016 inch total thickness could be attained with two 
ply of ,008 inch thick material while actually decreasing the 
spring rate as follows: 

Present design of 8-060107-7 (used as outer jacket on 
75M09304-7 Arm #7) 

- I.D. - 
O.D. - 
h - 

t - 
N - 
R - 
E(Young's Modulus) = 

- 
- 
- n - 
- 
- - - 

10.00 
10.75 

,375 
3 convolutions /inch 

.010 
1 PlY 
5,188 
29 X l o 6  

Sprins Rate as presently designed: lbs/inch (per convolution) 

K = 1.01 

K = 1.01 

5705 
,-I 

3 
EDm (N) 

(29 X lo6)  (10,375) (m 0 0 ~ 0 )  3(1) = 

lb/inch/convolution (axial spring rate) 
L - - RK = (5,1882) (5705) = 

Kg 
2 

76,785 inch-lb/radian convolution 
(bending spring rate) 
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(per convolution) 

K = 29 X106) (10.375) ( e o o 8  .375 1 (2) 

5,842 lb/inch/convolution (axial spring 
rate) 

2 

2 2 
= (5,191') (5842) 

= 78,700 inch-lb/radian convolution 

Kg 

(bending spring rate) 
Spring rate i f  changed to  one ply of .020 with .750 hiqh 
convolution 

6 020 K = (29 X 10 ) (10.75) (=o) (1) = 

5,900 lb/inch/convolution (axial spring 
rate) 

2 r )  - - = (5,388') (5900) = 
2 2 Kg 

= 85,600 inch/lb/radian convolution 
(bending spring rate) 

A s  is also demonstrated in  the foregoing, an increase in 
the convolution height could accomplish the same general 
result  while doubling the total material thickness of the 
bellows to ,020 inch but maintaining a single ply construc- 
tion. The advantages of the multiple ply construction would 
be (a) greater cycle life since by inspection of equation 
Number 11, from page 34, 

Q- = 1.38Et3 
n h  2 

When material thickness "t" is reduced, then the s t ress  
must be smaller; and (b) increased total wall thickness for 
resistance to impact loads. However there are major 
disadvantages. The added cos t  cannot be ignored since 
great care in  the fabrication of multiple ply bellows must 
be given to insuring against contamination between plies.  
Such contamination can cause stress concentrations and 
built-in corrosion sources. In addition, since many failures 
of bellows were observed to have involved abrasion, the 
thinner outer ply would tear more quickly and a single ply 
failure would result in loss  of bellows integrity necessitat- 
ing repair the same as if both plies were punctured. The 
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3 . 1 . 3 . 4  

only disadvantage of increasing the convolution height to 
attain a more rugged bellows would be an increase in  
assembly diameter or decrease i n  annular space between 
jacket and inner line. However in both cases  the weight 
would obviously be greater and it is questionable whether 
a significant amount of ruggedness improvement would 
result. Any thin material exposed directly to impact and 
abrasion is of questionable endurance e 

General Desisn 

One means of increasing outer jacket ruggedness for the 
flex lines would be placement of energy absorbent material 
around the bellows. Several candidate materials and con- 
figurations were evaluated preliminarily in  the “Product 
Review” , Paragraph 3.1.2.  Since the application of a 
molded tip or wrap-around bumper to bellows convolutions 
would not affect resistance to  bending and would not de- 
crease flexure cycle life it appears a promising solution 
to  the problem, Any such material must be tough, abrasion 
resistant , resilient and thermal shock resistant. Several 
candidate materials are suggested: Teflon , Nylon, silicone 
rubber and Viton A. Adhesion to s teel  and moldability must 
also be considered and with this in mind, probably silicone 
rubber would be the bes t  all-around material. However, all 
four must be given consideration. 

The scope of this study includes investigation of means to 
improve maintainability of flex l ines.  After review of the 
kinds of maintenance and refurbishment which are necessary 
as given in ”Hardware Evaluation”, Paragraph 3.1.1 , it was 
concluded that the most critical need is to  plan the design 
and construction of lines such that they may be easi ly  dis- 
assembled and re-assembled. Wherever possible in the 
construction of a V. J .  flex line, consideration should be 
given to  ease of removal of major components with modular 
design concepts. 

One proposed design innovation is clamp attachment of outer 
jacket braid. Since this braid carries no end loading due to 
pressure and is a protective cover, it could have a band 
clamp at each end of the line to hold it in place, When dam- 
age to outer jacket bellows is to be repaired the clamp could 
easi ly  be removed and replaced and in this way grinding out 
of a weld and subsequent re-welding could be avoided. In 
many instances this could mean the difference between field 
repairable damage and that which must be done in a shop. A 
typical design example is given in  Figure SK4058-6. 
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3 , 1 , 4  

3 , 1 . 4 . 1  

3 . 1 . 4 . 2  

Test Plan 

This document sets forth the plan for verification testing .of 
vacuum jacketed flex hose design improvements resulting 
from the Phase I study portion of Task 3 ,  Sub-task 1 of NASA 
Purchase Order NAS 10-6098. These tests will serve as the 
evaluation factors in selecting valid design improvements 
for recommendation e 
A flex line test specimen similar to those in use on the Saturn 
V launch umbilical tower will be used for a set of baseline 
tests to  establish the flexural resistance,  ruggedness and 
high and low temperature effects. After baseline values are 
established in this manner, each design improvement proposed 
will be tested.  Tests in all cases will be uniform; only the 
specimens will change. 
Since it is the purpose of th i s  program to generate specific 
solutions to design problems initially evaluated in Phase I ,  
those tests which do not support this goal are not proposed. 
Those tests which might be valuable depending on other test 
results are conditionally proposed e A complete documentation 
program consistent with the scope of work and project goals 
is proposed as an integral part of this  test plan, 

Te stinq Philosophy 

The Phase I portion of the program generated some definite 
design improvement configurations which should help e l i m i -  
nate the major cause of line failure in service (external 
handling damage) e These proposed improvements can best  
be evaluated by a testing program which duplicates the con- 
ditions of failure which are to  be overcome.. The ruggedness 
testing herein described m a k e s  use of a test fixture which 
duplicates the types of damage due to external shock and 
abrasion loading which have been documented for line fail- 
ures in the Phase I Hardware Evaluation. Since the design 
improvements aimed at improved ruggedness are external 
shock absorbers they will in addition to  ruggedness testing, 
be exposed to storage and launch conditions of flexure, 
temperature and atmospheric exposure. 
In addition to the specific design improvements which were 
developed in Phase I ,  the problem of increased flexibility 
was explored and to some extent analyzed. The results 
have been some definite design change suggestions such as 
braid angle increase in outer jacket bellows and greater con- 
volution height in both inner and outer bellows. (See Phase I 
Report for Analysis .) These design improvements can be 
reliably analyzed as shown in the Phase I report and testing 
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in this area is not proposed, However, the line flexure and 
induced structure loading when the flex lines are pressurized 
is an area which the Phase I analysis and preliminary tests 
have identified as a problem which requires further testing be- 
fore definite design changes can be suggested. I t  is therefore 
a part of this test plan to evaluate the relative flexibility of 
the l ines with and without internal pressure. 
It is then the philosophy of this test, pian to (a) design proof 
test the proposed improvements and (b) run analytical tests to 
determine extent of line flexure problem and possible solutions 
to it. 

3.1.4.3 

The bas ic  design of the test specimens for design proof flexure, 
ruggedness , vibration and cycling will be per NASA J75M09304- 
13. (AMETEK/Straza P I N  8-030140-3 e) This is a typical exam- 
ple of present state-of-art design and construction of a jacketed 
flex line as used on the Launch Umbilical Tower for the Saturn V 
Program. I t s  history of damage is typical of other lines on the 
swing arms, This bas ic  design and construction will be modified 
for testing purposes as shown on the accompanying SK4058-1 
drawing, These modifications are made to  allow flexure tests to 
be run on the same assembly in various stages of build-up of the 
l ine,  to allow quick inspection of line interiors and to  eliminate 
costly flanges and valves which are not pertinent to the tests. 
The bas ic  specimen as shown on SK4058-1 will be used for base- 
line tests in all cases and will be used for non-pressurized 
flexure tests. The bas ic  specimen will be modified by adding 
the design improvements as shown on drawings SK4058-3, -4 
and -5 for the design improvement evaluation tests. Two (2) 
complete specimens will be fabricated. 
The proposed testing can be accomplished by successive modifi- 
cation and repair of these two units. The flexural evaluation, 
salt spray and thermal tests will require special configurations 
as described in  the applicable test descriptions herein. 

3.1.4.4 Testing Requirements 
3.1.4.5 Testing 

Tests have been established to thoroughly evaluate structural 
capability and environmental integrity of the proposed flexible 
line assemblies. The tests to  be accomplished are: 
A. 
B. 
C. 

Flexural Resistance Testing - Design Proof 
Flexural Resistance Testing - Evaluation 
Rug ge dne s s Testing 
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D ,  
E ,  Salt Spray Testing 
F. Vibration Testing 

Thermal Tests - Low and High Temperature 

Test set-up will be as shownonPage 57 with specimen laid 
flat on rolling platforms while restrained at the center. The 
force required to move the specimen from the straight position 
through an angle of 180' for a "U" shaped position will be 
measured by a 0 - 1 ,000  pound force gage e Inner line will be 
at ambient temperature and pressure. Line will be bent from 
straight "A" position to "B" bent position, force recorded, 
allowed to return to  straight position, bent in  opposite direc- 
tion to reverse "B'l position, force recorded, allowed to  return 
to straight position, rotated about its longitudinal axis 90' 
and the foregoing flexure procedure repeated. The average of 
the recorded forces shall  then be recorded in the space provided 
on the data sheet.  This flexure test will be run a s  follows: 
A. 
B .  
C .  

D. 

E.  

F. 

G .  

Flexural Resistance Testing - Evaluation 
The factors influencing pressurized flex line bending resistance 
will be evaluated in this ser ies  of tests. 
Three non-jacketed flex lines of the configurations shown on 
Page 53 will be tested.  These three configurations (A, B and 
C )  will be identical except for line diameters and length. 
Tests will be set-up as shown in Figure la  (Page 54) and data 
shal l  be recorded on data sheet  per sample herein shown. 
Each of the three (3) configurations will be deflected in increments 
of one inch during parallel offset tests and in increments of five 
(5) degrees during angulation tests. For each increment of deflec- 
tion, pressures from 0 to 150 psig shall  be applied internally in  
10 psig increments. Thus 16 force readings shall  be generated for 
each increment of motion. 

On inner line bellows only. 
On inner line bellows with braid. 
On inner line bellows with braid and radiation shielding. 
On complete assembly with outer jacket bellows, braid 
and spacers ,  per SK4058-1. 
On complete assembly with outer line bellows modified 
per SK4058-3. 
On complete assembly with outer line bellows modified 
per SK4058-4. 
On complete assembly with outer line bellows modified 
per SK4058-5. 
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Force e r s u s  deflection curves shal l  bn made for each 
increment of deflection for both test set-ups. 

Ruqqedness Testing 

This testing is designed t o  duplicate as  nearly as is poss- 
ible the damcige found on V. J .  f lex lines during the hardware 
evaluation of Phase I .  The tests shal l  be conducted using 
the test s e t - u p  and fixture described in  Figure 2 (Page 55). 
The shape and s ize  of the striking head of the machine has  
been determined by analysis of known damage t o  existing 
l ines which were repaired by AMETEK/'Straza . 
The testing sh2ll be as follows: 
A. Baseline striking tests a t  90°, 60° and 30' angles to 

longitudinal centerline of specimen to  determine force 
in each case  to cause measured extent of damage t o  
outer jacket bellows. Approximately 1/8 inch indenta- 
tion i n  bellows convolutions. Record on Data Sheet as 
baseline damage when consistently repeatable damage 
is attained. 
Using a force determined in  baseline strike tests, 
strike ten 1 0  blows a t  each of the three angles ( g o o ,  
60' and 30 ) on each of the design improvement speci- 
mens SK4058-3, -4 and -5 a s  applied t o  outer jacket 
bellows. Record depth, width and other pertinent data 
on data sheet .  

B. 
6 )  

Thermal Tests 

Low Temperature Test 

A cryogen spi l l  test shal l  be conducted to  determine the ability 
of the design improvement materials (nylon and silicone rubber) 
to  withstand low temperature thermal shock of the type which 
can be encountered in  disconnect operations and testing. 
A sample of the material will be assembled on a short sample 
bellows of approximately six (6) inch length, duplicating all 
pertinent conditions a A thermocouple will be attached to it 
and liquid nitrogen poured over one-half of the outsideoof the 
specimen until that part of the specimen reaches -100 F. A t  
th is  point, the specimen will be allowed to  warm t o  room 
temperature. It will then be inspected and any affects of the test 
recorded. This test will  be performed three (3) t i m e s  on each 
material to insure accurate data.  
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3-1.4.6 

A high temperature test simulating launch blast  temperature 
will  be conducted to determine the ability of new materials 
(nylon and silicone rubber) used on the outside of a line to 
withstand such b las t  temperature e The test will be conduc- 
ted on a small sample of the material assembled on a short 
sample bellows of approximately six (6) inch length. A 
flame generator will be employed and a point along the 
flame at which the temperature is 140OoF determined, The 
test specimen with thermocouple attached will be moved to 
this pre-selected 140OoF position in the f lame and held for 
ten (10) seconds. 
specimen will be recorded as well as affects of the test 
specimen determined from inspection. This test will be 
performed three (3) t i m e s  on each material to insure accurate 
data. See Figure 3 (Page 56) for test set-up. 

The temperature on the surface of the 

Salt Spray Testinq 

A salt spray test shall  be conducted on test specimens of 
bellows six (6) inches long with the SK4058-3, -4 and -5 
design improvements. Test shal l  be conducted on three 
(3) samples of each in accordance with KSC -STD-164, D 
Revision. 

Vibration and Life  Cvclins Testinq 

The design improvements which are depicted in  SK4058-3, 
-4 and -5 along with the removable braid design change do 
not appear to be configurations which would alter the ability 
of a flex line to withstand flexure stress or the vibration 
stresses. If at any t i m e  during the Phase II program it is 
considered that data developed would tend to invalidate this 
assumption, then vibration testing will be proposed to  be 
run in  accordance with KSC-STD-164D levels. Cycle life 
flexure tests could be proposed (if deemed desirable) on 
the bas i s  of known line motions and life expectancy. 

D ocume nta tion 

A test log shal l  be kept by the testing engineer, listing the 
following minimum information and any other deemed per- 
tinent: 
A. Date of test and specimen identification. 
B. N a m e s  of testing personnel and others present to 

observe test. 
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C ,  Brief description of test set-up, 
D ,  Test results,  damage, condition of specimen as 

compared to the condition prior to test. 

E. Any circumstances or conditions which might affect 
test results in any way, 

Both the test engineer and the project engineer shal l  sign 
the test log entries after each test. 

Photographic evidence (polaroid, i f  possible) shall  be made 
of each test set-up prior to  each test run. A photograph 
shall be made of the specimen following each individual 
test. In the case  of thermal testing, after chilldown; in the 
case  of flexure, after flexing cycle; in  the case  of ruggedness 
tests, after each blow is struck. The photographs shall  be 
identified with data, type of test, specimen identification 
and any unusual conditions present, 

A test report which will include a l l  the foregoing information 
will be generated by the project engineer. This report will 
include all facts and conclusions, obvious and otherwise 
which the tests generated. In addition, this report will 
contain a section entitled "Recommendations" . This section 
will contain the collective suggestions of AMETEK/Straza 
regarding further design improvements which are the results 
of the testing program. 
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3,2 ,O 

3.2.1 

The Phase I1 portion of the study was undertaken after all 
aspects  of the Phase I work were analyzed, Therefore the 
Phase I1 activities are the logical extension of the investi- 
gative efforts of Phase I .  The plan t o  generate more flexible, 
reliable, rugged and easi ly  repairable flex hoses was the 
principle effort carried throughout the entire study. The 
Test Plan, Conclusions, Recommendations and Design Speci- 
fications which follow conclude this effort e 

Introduction 

This report contains the results of testing conducted on 
vacuum and COz jacketed flexible m e t a l  hoses of the type 
used to transfer cryogenic fluids. Their design is similar 
to  those in use  a t  Launch Complex 39 a t  Cape Kennedy. 
These double wall (bellows within a bellows) hoses are 6 to 
8 inches in diameter and 10 t o  30 feet long. They incorporated 
design innovations never previously utilized or tested.  These 
state-of-the-art advancements were designed and developed 
for the  purpose of improving general ruggedness (resistance 
to  in-service impact damage) while either lowering or not 
affecting the general resistance to  bending (flexure) of the 
hose. 
Design improvements consisted of a variety of configurations 
of energy absorbent bumpers placed about the circumference 
of bellows convolutions, both with and without wire braid over 
the assembly. Also, a non-welded , removable braid assembly 
was designed, built and evaluated. 
Testing of the ruggedness improvement device in  its various 
forms consisted of (a) flexural resistance evaluation t o  deter- 
mine the bending loads of a hose with and without the protective 
devices,  (b) ruggedness tests using a unique localized load 
input machine developed for this program, (c) salt fog environ- 
mental test to evaluate protective materials used in  such an 
atmosphere, (d) low temperature tests to  evaluate the effects 
of short-time exposure of the protective devices to  cryogenic 
temperatures and (e) high temperature tests to  evaluate resistance 
of the  protective device materials t o  short t i m e  exposure to  
estimated launch blast  effects. 
In addition to the foregoing, a separate set of tests was run on 
state-of-the-art flex hoses  while pressurized to  determine 
change in resistance to bending due to changes in type of 
flexure, hose diameter, hose length and pressure. 
A' The high temperature test (14OO0F for 10 seconds) clearly 

showed the Teflon material as superior; it was the only 
protective device not visibly affected. The others varied 
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from full ignition for the molded silicone rubber 
bumpers to  slight charring on the RTV "cured-in- 
place 'I silicone rubber. 
The flexural resistance of a V.J. hose with the pro- 
tective devices installed in  lieu of the normal outer 
jacket braid was  approximately the same as a 
conventional V. J. line with braid, The teflon bumper 
strips allowed the lowest bending load average of 
46.5 pounds through 180' arc, whereas the same line 
without protective devices but with braid on the outer 
jacket averaged 47.5 pounds through 180' arc. 
The general flexural resistance tests of various flex- 
ible line assemblies with different lengths, diameters 
and bending modes, indicated that while the difference 
in bending resistance is greater (73% more) for an 8 
inch line than a 6 inch line in a 45O arc ,  it is the same 
for both l ines (525 pounds) for 12 inch of parallel offset 
deflection when lines are pressurized to 150 ps i  and are 
all the same length. 
Al l  of the protective devices withstood the  low tempera- 
ture and salt fog testing without significant effects. 
The molded silicone rubber strips afforded slightly 
better impact resistance than the RTV silicone rubber 
"cured-in-place '' about the convolutions of the bellows . 
However, all the material/configuration combinations 
reduced the depth of indentation of an impact blow to  
the convolution ranging from 38% to 55% better than a 
bellows protected by braid alone. 
Conclusions on the results of the testing of the protec- 
tive devices,  although definite as to usefulness and 
practicality, must remain somewhat tentative a s  to 
exact design configuration, selection of the energy 
absorbent unit and its material. N o  single material or 
shape stands alone on the bas i s  of th i s  testing program 
as the best  all-around. The resistance to  bending 
should be lowered for any of the protective devices to 
be ideal. These conclusions point up four major facts: 
(1) further development is required of the protective 
devices relative to their exact configuration in order 
to assure the lowest possible resistance to bending, 
(2) procurement specifications can be generated such 
that flex l ines incorporating the features of the protec- 
tive devices could be designed, produced and delivered 
for application to Launch Complex 39 needs, a s  presently 
exist. Minbr adjustments in  the configuration of the 
protective devices can effect better flexural properties 
and greater impact protection e (3) The recommended 
design is an outer jacket bellows having the RTV Silicone 

B,  

C .  

D .  

E .  
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Rubber bumpers molded t o  the convolutions and a l so  
having an optional removable braid sheath for the 
best  combination of protection depending on flexural 
r e q ~ i ~ e m e ~ t s  of the s ecific usage, If the line were 
t o  be used where great ruggedness was imperative but 
flexural resistance was a secondary consideration, 
then the braid would be used. If low bending loads 
were more important, then the flexural resistance 
could be reduced approximately 20% by braid deletion 
on the outer jacket bellows. (4) Since the hardware 
used for development was nearly identical to that 
which was designed for launch support (fuel and vent) 
a t  Launch Complex 39, other applications such a s  
aircraft fueling, LNG loading etc . , might require 
other design features than the tested improvements 
described .. 

3.2.2 

This document describes the results of AMETEK/Straza's 
"Design Verification Test Procedure Vacuum Jacketed Flex 
Hose", Number 8-480088. This testing program was the 
major i t e m  of Phase I1 of the Vacuum Jacketed Umbilical Lines 
Technology Advancement Study, Task 11, Sub-task 1 e It was 
the intent of this testing program to  evaluate certain advances 
in state-of-the-art technology relative to design of flexible 
metal hoses for use as cryogenic transfer lines. Since state- 
of-the-art advancement was the major goal of the overall study 
program, of which this is a part, certain value judgements are 
contained in  the Test Results and Test Data sections of this 
report e 

3.2.2.1 Item Description 

The bas ic  design of the test i t e m s  is vacuum jacketed flex hose 
NASA J75M09304-13 (AMETEK/Straza P/N 8-030140-3) e 

basic configuration was altered slightly as shown on the accom- 
panying drawings SK4058-1 and 8-030926 to facilitate testing. 
On SK4058-1 it can be seen that the double wall construction is 
one bellows within another held concentric t o  each other by a 
ser ies  of tubular polytetrafluorethylene (Teflon) stand-offs e The 
inner and outer lines consist  entirely of annular corrugated CRES 
type 316L, .010 thick (outer jacket) and -016 thick (inner) mate- 
rial. The tubular CRES type 321 braid covering each bellows is 
attached only at each end of the line by a band clamp to  facilitate 
testing observation. An adapter ring at each end of the line is 
the only structural member attaching the two bellows and braid 
assemblies. There is no seal between the two bellows since 
no test using this line calls for pressure changes. 

This 

Page 60 



i 
c % 

Page 61 



I I I * I I I 4 I 0 U. w n U m 

Page 62 



3.2.2.2 

For tests involving pressurization, the three configurations 
represented on Drawing 8-030926 were used, This is a 
single wall bellows with tubular braid over its length with 
welded attachments Two versions of this line are 11 feet 
long, one ha 
inch diameter. The third version is 22 feet long and has  a 
6.34 inch diameter a All three lines are 020 inch wall type 
304 CRES material. 
The total  of four configurations of flex hoses so far described 
fulfilled the needs for the following tests: 
A. 
B. 
C .  Ruggedness (SK 4058) 
For the following tests # short bellows segments approximately 
one foot long of the same basic design as the outer jacket 
bellows shown on SK4058 were used. 
D. Salt Fog 
E.  Low Temperature 
F. High Temperature 

Flexural Resistance # Design Proof (SK 4058) 
Flexural R e  s is tance # Evaluation (8 - 0 3 0 9 2 6) 

Applicable Documents 

The following documents of the revision noted were utilized 
as part of this program in order of precedence. 

Number and Description Source 
8-480088 Design Verification Test Procedure 
KSC-STD- 164D Environmental Test Methods 

AMETEK/Straza 
John F . Kennedy 
Space Flight 
Center 

3.2.2.3 Tests Performed 

3.2-2.3.1 Flexural Resistance Desiqn Proof 

Te s t Requirement 
This test was performed to determine the specimen's resistance 
to movement from the straight position through an arc of 180'. 

Test Procedure 

The test specimen was installed in the test fixture as shown 
in Flexure Test Set-up, Page 66 ,  Position A. The inner and 
outer line and annular space were at room temperature and 
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atmospheric pressure, The test consisted of moving the 
specimen i n  a n  arc  of 180' from Position A to Position B 
and measuring the force in pounds to  effect this movement 
at the 180' position. The specimen was then bent in the 
reverse direction to a 180° arc, the same force reading 
taken, then rotated about its longitudinal axis 90' and the 
complete preceding procedure repeated e This test was  con- 
ducted on the different test specimen configurations a s  
follows : 

A. 

B. 

C .  

D.  

E .  
F. 
G .  

Complete hose assembly as shown in SK4058-1, 
(Page 67). 
Complete assembly with outer line bellows modified 
per SK 4058-5 (Page 70) and no outer braid. 
Complete assembly with outer line bellows modified 
per SK 4058-4 (Page 72) and no outer braid. 
Complete assembly with outer line bellows modified 
per SK 4058-3 (Page 74) and no outer braid. 
Inner line only with braid. 
Inner line only without braid. 
Outer jacket bellows only without braid. 

Te s t Re sul ts  

Averaged forces required to  bend the various hose config- 
urations A through G preceding are as follows: 

A. 47.5 pounds 
B. 46.5 pounds 
C .  57.7 pounds 
D .  51.2 pounds 
E. 50.0 pounds 
F. 17.7 pounds 
G.  18.7 pounds 

These test results clearly show that no great change in 
flexural resistance in  an  un-pressurized hose of this con- 
figuration takes place until the braid is removed (F & G). 
Substituting the various protective devices for the outer 
jacket braid made only minor changes in  bending resistance,  
One exception to this appears to be C above, (the molded 
silicone spacers) which interfered with each other at the 
inner radius bend. They produced a 21.5% increase in  
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flexural resistance.  However, it may be noted that a 
slightly narrower shape might nullify this effect At any 
rate,  the test results do tend to  indicate that the protec- 
tive devices have the potential of replacing outer jacket 
braid with no significant change in  bending loads,  

Test Data 

The following Flexure Test Set-up shows the basic test 
set-up while the figure on Page 67 shows the basic  speci- 
men. Following these are ,  in turn, each figure with a data 
sheet  showing test results.  After this data follows photo- 
graphic documentation of several phases of the testing. 
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Test Setup For Unpressurized Flexure Of Flex Hose 
With Inner Line And Braid With Stand-Offs 

Force Gage Attachment For Unpres surized Flexure 
Evaluation Of Flex Hose Improvements 
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pe of Tes 

8-480088 Part Name Flex Line Test Procedure _I 

Line Configuration Complete Line Assembly with Outer Braid 

Force Required Remarks 

1. 

2.  

3 .  

4.  

5. 

Flex from A tq B 

Flex from A to Rev B 

Rotate Line 90' 

30 Lbs 

55 Lbs 

Average - 47.5 Lbs 

Flex from A to B 

Flex from A to Rev B 

45 Lbs 

52 Lbs 

Test Technician /S/ L. M c  Knight 

Test Engineer I s /  J. Martinez 
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DESIGN VERIFICATION TEST 

TEST RATA SHEET 

Type of Test Flexural Resistance Date of Test 11 September '1969 

Part N a m e  Flex Line Test Procedure 8-480088 

Line Configuratio 

1. 

2. 

3 ,  

4 .  

5. 

Flex f rom A to B 

Force Required 

40 Lbs  

Remarks 

Average - 46.5 Lbs  

Flex from A to Rev B 45 Lbs  

Rotate Line 90° 

Flex from A to B 55 Lbs 

Flex from A to Rev B 46 Lbs  

Test Technician /s/ L. Mc Knight 

Test Engineer /s/ J. Martinez 
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ST DATA SHEET 

e of Test Flexural Resistance Date of Test 10 September 1969 

Part Name Flex Line Test Procedure 8-480088 

Line C onf igura tio 

1. 

2. 

3 .  

4.  

5 .  

Force Required Remarks 

Flex from A to B 70 Lbs Average - 57.7  Lbs 

Flex from A to Rev B 44 Lbs 

Rotate Line 90' 

Flex from A to  B 55 Lbs 

Flex from A to Rev B 62 Lbs 
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EST 

SHEET 

est 9 September 1969 

Flex LIne Test Procedure 8-480088 

Line Configuratio 

1. Flex from A to B Average - 51.2 Lbs 

2. Flex from A to Rev B 50 Lbs 

3 .  Rotate Line 90' 

4. Flex from A to B 50 Lbs 

5. Flex from A to Rev B 51 Lbs 

Test T e c h n i c i a n n  

T e s t  Engineer /s/ J. Martinez 
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ST DATA SHEET 

pe of Test Flexural Resistance Date of Test 17  September 1969 

art Name Flex Line Test Procedure 8-480088 

Line Configuration Inner Line Bellows with Braid Only 

1. 

2 .  

3. 

4.  

5. 

Flex from A to B 

Force Required Remarks 
45 Lbs 

Flex from A to Rev B 

Rotate Line 90' 

55 Lbs 

Flex from A to B 50 Lbs 

Flex from A to Rev B 50 Lbs 

Test Technician /S/ L o  M c  Knight I 

Test Engineer /s/ K. Kimble 
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ate of Test 24 September 1969 

art Name Flex Line Test Procedure 8-480088 

Line Configuration Inner Line Bellows Only 

Force Required Re marks 

1. 

2 .  

3 .  

4. 

5 .  

Flex from A to B 

Flex from A to Rev B 

Rotate Line 90' 

17 Lbs 

10 Lbs 

Flex from A to B 22 Lbs 

Flex from A to Rev B 22 Lbs 

Test Technician 

Test Engineer /s/ K. Kimble 

/s/ L. M c  Knight 
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pe of Test F ermral Resistance -Design Proof Date of Test 

Flex Line Test Procedure 8-480088 

9 October 1969 

ine Configuratio 

1, 

2 .  

3 .  

4. 

5 .  

Flex from A to B 

Force Required Re marks 

23 Lbs 

Flex from A to Rev B 15 Lbs 

Rotate Line 90° 

Flex from A to B 16 Lbs 

Flex from A to Rev B 21 Lbs 

Test Technician 

Test Engineer 

/S/ LO M c  Knight , 
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Flex Hose Test Setup For Protective Devices  Prior 
To Bending - Molded Silicone Rubber Bumpers 

Flex Hose Test Setup For Protective Devices  Evaluation 
In 180"  Bend Condition - Molded Silicone Rubber Bumpers 

Flex Hose  Bent 180" With Silicone Rubber Bumpers Installed - 
Note  Bumpers Just  Touch But Do Not Wrinkle 

Flex Hose Test Set-up 
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Flex Hose Test Setup For Protective Devices Prior 
To Bending - Nylon/Teflon Bumpers 

Flex Hose Test Setup For Protective Devices Evaluation 
In 180"  Bend Condition - Nylon/Teflon Bumper 

Flex Hose Bent 180" With Teflon/Nylon Bumpers Installed - 
Note  Interferance Overlapping On Inner Radius Of Hose.  This 
Began To Occur At 160" Bend Angle. 

Flex Hose Test Set-up 
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Flexural Resistance T e s t  - Evaluation 

This test was performed to determine the test i t e m ' s  
resistance to bending , under pressure , through an arc 
of 45' of angular deflection. 

Test Procedure 

Three (3) test i t e m s  (-1 , -3 and -5 on Page 82) were sub- 
jected to this test. The test i t e m  was installed in a test 
fixture as shown on Page 83 with one end in the fixed 
position. The test i t e m  was pressurized with water in 10 
psi  increments from 0 to  150 psig. At  each 10  ps i  increment, 
the test i t e m  was deflected through a 4 5 O  angle in increments 
of 50. 

The force required to  restrain the test i t e m  at each 5 0  of 
deflection and at each 10  psi  increment was recorded. 

Te s t Results 

The results of this test as graphically illustrated on the 
following curves, tend to indicate that for a relatively long, 
s l i m  hose of the 8-030926-3 (6 inch diameter X 2 1  feet long) 
configuration there is very little load created by a small 
(up to  20") bending arc. However, for a larger diameter, 
shorter hose of the 8-030926-5 (8 inch diameter X 11 feet 
long) configuration an  almost linear increase at a much 
greater rate is produced in bending loads at pressure. 

Test Data 

The following data sheets give the bending loads for each 
5O of bend increase at each 10 psig increment of pressure 
increase for each of the three configurations tested. The 
photographs which follow the data sheets were taken during 
the testing. 
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7/6 e o  
/N 8-030962- -48008 ame 

20 5O 20# ioo 23# ISo 23# 

20° 28# 2S0 30% 30° 37# 

3S0 42# 40° SO# 4S0 S8# 

30 5O20# ioo 28# 1S0 28% 

20°32# 2So 35# 3Q0 40# 

35O so# 40° 60# 45* 65% 

40 5O28# IOo 28# l S o  30# 

ZOO384 2SQ 42# 3Q0 50# 

3S058# 40° 68% 4S0 80# 

50 
# 

48% 30 

65# 40° 80# 4S0 90# 

60 30# IS0 3Ssf 

O043# 25 Oo 6S# - -  

3S0 75# *9G# 45 

7 2 8# 
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he 

ectlon 

85# 100% 10 5 

9 32# 3 8# 48# 

52# 25' 64# 73# * 

35*85# 40 1 lo#  

110 

120 So 35# 10' 40# 5 O# 

1 

130 S035# 10' 43# 15 

20°65# 25* 75# 30 

35* l05# 40 

. .  

140 5*40# 10 

20°65# 25 

3So4l15# 40 

150 so 35# 48% 

20°73# 25 

35 
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20 

3 5 " 3 2 #  40° 38# 45" 45# 

30 so 15# 18% IS0 20# 

2Q024# 25O 28# 30 

3 5 O 3 0 X  40 32# 45O 35# 

4 0  

2Q020$ 25O 25# 3 

35O32Sf- 40° 35# 45 

5 0  

0 

7 

55# 
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25 25 

. 

35O SO# 40° 60sf 45O 62# 
b 

110 5O 251: ioo 28% 15O 32# 

120 

130 

35O SO# 40° 65# 70# 

140 

so 48% 3oo Si# 

0 30# 35% * 4Q# 

20" 45# 52sf 60# 

35' 6S# 72sf 80# 

Test Engineer- 
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Resistance Evaluation (Para. 5,2 

lex Hose Assembly P/N 8-030962-5 Test Procedure -480088 
Part Name -- 

Pre s sure (PSIG) Deflection 6 Force Re mark s I 

10 

.- 35O 41# 40°' 40," 45O SO# 

20 

35O 52% 40° 65% 45O 65# 
I 

30 

3S0 82% 40° 83% 45O 90# - 

40 So 3 0 %  loo  35# 15O 46# _- 
Zoo 5 3 k  2S0 63% 30° 71#  

35O 82# 40° 94% 45O 110# 

50 So 41# loo 51% lSo 56# - -  

-. ZOO 62% 25O 75% 30° 80# 

3S0 91% 40" 109," 4S0 1 2 4 #  

60 So 46% loo 62# 1S0 6E# 

So 60# lo* 65% lSo 75# 70 

20°84# 2 S 0  95% 30° 103# - 

- _ -  
3S0 125% 40° 135," 4S0 152% 

Pal;r- 9 1  



Shee 

Pre s sure (PSI Def l ec t ion  & e m a  

8 O# 

86# 25* l O S #  30 

35'132# 40' 147% 45 

90 s 0 7 o #  10' 74% 15O 89R 

100 

110 5'80% 10' 87# 15O 103# 

20*173# 25' 132% 30' 150% 

35'166% 40° 184% 45' 20% 

120 5'83% loo 94% 15' 107% 

20°123++ - 25' 138% 30' l S S #  

35' 180% 40° '292+ 45' 2 2 2 # _  

130 5'86% IOo 98% 15O 113#  

3S0190# 40' 213% 4S0 238# 

- 140 Sags# 10' 107% 15' 126Y 

20°144# 25' 162+ 30° 180% 

35'204# 40° 232% 45O 256#  

150 S0108+ 10' 123# 15 

20°162# 25' 177% 30° 203sf 

35'228% 40' 2534 45O 277% 

Test Eng f nee e s t  Technicia 
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Pressurized Flex Hose Evaluatsion Flexure Test Setup 
For Angular Deflection 
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Pressurization Method Showing GNZ Bottles For 
Pressurized Flex Hose Test 
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Angulation Of Flex Hose For Pressurized 
Load -Deflection Test 
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3,2 ,2 .3 ,3  Parallel Offset Deflection Test - Evaluation 

This test was performed to  determine the test specimen's 
res is tance to parallel offset deflection while pressurized e 
Twelve inches of deflection was  used.  

Test Procedure 

Three test i t e m s  (-1, -3 and -5 as shown on Page 82) were 
subjected t o  this  test. 
The test i t e m  was  installed in  a test fixture as  shown on 
Page 97 with one end in the fixed position. The test i tem 
was  pressurized with water in 10 p s i  increments from 0 to 
150 psig.  A t  each 10 ps i  increment, the test i t e m  was  
deflected through 12  inches of offset deflection in one-inch 
increments. The force required to restrain the test i t e m  at 
each  one-inch of deflection and at each 10 ps i  increment 
was recorded, 
Each increment of deflection (in one-inch increments) was  
recorded. The force load a t  e a c h  10 psig increment from 0 
to  150 psig was recorded a t  each  one-inch deflection. 

Te s t R e  su l t  s 

The results of the parallel offset deflection t e s t s ,  as 
graphically depicted on the curves which follow , show 
the erratic nature of loading in  parallel  offset deflection 
but it can  be seen  that  the longer (21  feet) more slender 
(6 inch diameter) hose ,  P/N 8-030962-3 offered much less 
resis tance to deflection than the shorter hoses .  It is 
interesting to  note that  at the full  12  inches of deflection, 
both the 11 feet long hoses  produced a load of 525 pounds 
although one (8-030962-5) is 8 inches diameter and the 
other (8-030962-1) is 6 inches diameter. The erratic load 
readings is believed to be the resul t  of braid configuration. 
When a tubular braided member is offset deflected under 
load, the braid spreads in some areas  and bunches up in 
some others. It a l s o  takes a permanent set at intervals 
and the wires making up the braid strain harden. Regardless 
of the foregoing, in general the deflection increases  pro- 
portionately with the load. 
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Test Data 

The following data sheets  give the loads du 
offset deflection for each 10 psig increa 
and each  inch of deflection for the three 
tes ted .  The photographs which follow the  
taken during tes t ing .  
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EST DATA SHEE 

Paral le l  Offset  D e f l e c t i o n  Date of Test 9/2 4/69 Type of T e s t  

Part N a m e  Flex Hose Assembly (8-030926-1) Test  Procedure 8-430088 

bessure 
'SIG 

10 

20 

30 

40 

so 

60 

70 

80 

90 

100 

110 

120 

130 

140 

150 

H e  3ht in 

3 

357 

355 

360 

356 

320 

3 6 1  

3 40 

3 5 1  

388 

361 

3 65 

3 60 

352 

350 

3 5 1  

12 ; 
4 13 

414 

440 

449 

445 

449 

484 

470 

45 0 

488 

492 

506 

5 1 1  

518 
__I 

525 

RE MARKS : 

Te s t Te c hn i c i a Test Engine  e t  



EST DATA SHEE 

pe of T e s t  Paralle I Off set Deflection ate of Test 9/19/69 

Part N a m e  Flex Hose AssemSly P/K 8-030962-3  Test  Procedure 8 - 4 8 0 0 8 8  

ressure 
’SIG 

10 

20 

30 

40  

50 

60 

70 

80 

90 

100  

110 

120 

130 

140 

150 

1 I ZH 

150 I 1 7 1  

1 5 1  1 7 1  

160 178 

169 -- 185 

208  

1205 I 215 

. 
iht in Inches For 

I 1 

215 1 2 2 2  1 2 2 8  * 
2 3 0  

6 

1 8 4  

1 8 9  

19 1 

2 1 0  -- 
2 2 0  

2 2 0  

-- 

22 1 

2 1 9  

2 1 6  

2 2 2  

2 2 9  

230 

2 3 0  

235  

235 

233 239  252 2 7 1  

2 3 4  240  256  2 7 2  

RE MARKS : 

, Test Technicia 

P a g e  103 



TEST DATA SHEE 

I 

Type of T e s t  Para 1 le 1 Off set Deflection Date of Test 9/23/69 4 

Par t  Name Flex H o s e  Assernbly P/h' 8-030926-5 Test Procedure 8-480088 

'SIG 

10 

20 

3 0  

40 

50  

60 

70 

80 

90 

100 

110 

120 

130 

140 

150 

essu re  
Heicht i n  Incher 

I 332 358 384 400 

2 
5 

290  

3 0 1  

316  

3 3 1  

3 4 1  

362 

377  

3 8 1  

c_ 

- 
- 

398 

4 1 1  

42 5 

410 

416 

416 

417 

- 
- 

- - 

- 6 1  
I 
I 

2 9 4  1 

3 1 1  

33 1 

347 

3 60 

3 72 

382 

40 1 

410 

,412 

42 5 

426 

43 1 

442 

450 

in F 

7 

290 

316 

326 

360 

3 8 1  

382 

385 

409 

45 7 

4 5 1  

43 4 

456 

4 6 1  

465 

467 

-_- 

unds ' 

8 

308 

33 1 

3 62 

377 

389 

380 

385 

42 1 

457 

43 7 

43 6 

441  

4 62 

9 

309 

330  

3 7 1  

380 

390 

388 

388 

43 2 

457 

440 

-1 
10 1 -- 

315 

329 

380 

385 

3 92 

3 9 1  

3 9 1  

450 

467 

4 7 1  

480 

491  

500 

q 
333 

I 
3 8 1  

389 

402 

399 

3 9 1  

4 6 1  -- 
479 

48 1 

485 

4 8 1  

4 9 1 .  

5 0 1  

517 -- 

- 
12 

323 

330 

389 

395 

405 

399 

391 

- 
_I 

- 
- 
- 
_I 

__I_ 

475 

4 8 0  

482 

483  

489 

- 
- 

- 
- 
505 

- 5 2 0  

REMARKS: *Line braid had  t aken  perman,ent ,set, strai=rhtened manually to a more 

norm a 1 a ppe ari n CJ* c ond i tion 

Test Technicia Tes t  Engineer 
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Pressurized Flex Hose Parallel Offset  Load T e s t  Setup 
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Pressurized Flex Hose Parallel Offset Load Test Setup 
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3 .2 .2 ,3 .4  Ruggedness Test 

Test Requirement 

This test was  performed to  evaluate the resis tance of the 
test i t e m  to external damage with various shock absorber 
materials installed.  

The test i t e m  was installed in a t e s t  fixture as shown on 
Page 108. The t e s t  items for this test were the outer jacke t  
bellows of the basic test item SK4058-1 as modified per 
SK4058-3, SK4058-4 and SK 4058-5. The t e s t s  were con- 
ducted in  that sequence.  A bellows with no protective 
device was used t o  es tabl ish the force used in  testing the 
modified bellows assemblies  e When the force necessary 
to  cause  approximately 1/8 inch indentations in the con- 
volutions was reached with consis tent  repeatability that  
force was  recorded for a 90' angled blow and a 60° angled 
blow I this angle being taken from t h e  longitudinal center- 
l ine of the bellows. 

Using these  forces for each angle ,  each of the remaining 
test i t e m s  was tes ted  by striking ten blows at each angle.  
The force required to cause  approximately 1/8 inch indenta- 
t ions in the convolutions of the first  t es t  item (SK 4058-1) 
for each(90' and 60') angle was  recorded. 

The depth of the indentations I the striking angle ,  the force 
applied,  and the number of blows struck were recorded for 
each  of the t e s t  i t e m s  with shock absorber material installed 
according t o  the design ske tches .  The resul ts  of each blow 
on these  test i t e m s  was photographed. 

Te  s t Res ult s 

The following is a summary of the average indentation made 
by the testing machine on the various configurations tes ted 
start ing with the bas ic  braided bellows without protective 
devices  installed ., 
Part 
Number 
SK4058-1 
SK4058-1 
SK4058-3 
SK4 0 5 8 - 3 
SK40 5 8 - 4 
SK4058-4 

Striking 
De scrip ti on Angle 

Basic Braided Bellows 900 

RTV-Cured in place 900 

Silicone Bumper Strip 9 00 

Basic Braided Bellows 60' 

RTV-Cured i n  place 60' 

Silicone Bumper Strip 60° 

Impact 
Force 
265  lbs  
230 lbs  
265 lbs 
230 lbs 
265 lbs 
230 lbs 

Dent 
Depth 
.12 5 
.125"  
.055"  
.087"  
.049" 
, 078"  
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Striking Impact Dent 
Part N o  a Description Anqle Force Depth 

SK4058-5 Nylon Bumper Strip goo 265 lbs ,071" 
SK4058-5 Nylon Bumper Strip 60° 230 lbs .083" 
SK40 58-5 Teflon Bumper Strip 90° 265 lbs .078" 
SK4058-5 Teflon Bumper Strip 60° 230 lbs .095" 

A s  can  be seen  from the above compilation, the Silicone Rubber 
Bumper Strip(SK4028-4) afforded the best  protection against  a 
blow struck at 90 
assembly. Also, the Silicone Bumper Strip performed bes t  when 
struck with the 60' angle glancing blow. One significant 
advantage of the clear RTV Silicone Rubber (SK4058-3) was  that 
the metal area damaged by the blow was visible for inspection 
purposes. There was little or no tendency for the molded in 
place (SK4058-3) RTV to peel off or detach when struck; it 
apparently has  good adhesive characteris tics in this application. 
Looking ahead to repairability, these l a s t  two observations 
indicate significant advantages. 

to the longitudinal centerline of the line 

The Nylon, Teflon and Molded Silicone Rubber Bumper Strips 
presented some problems in attachment to the bellows. Several 
methods were tried (wiring, adhesives ,  heat sealing and clamp- 
ing) but none was really satisfactory a s  a l l  three types of bumper 
s t r ips  showed a tendency to  come apart a t  the circumferential 
attachment point when the braid was removed. I t  may be noted 
here that the 30° angle strike which was originally proposed in 
the 8-480088 test procedure document was  omitted. Several 
attempts were made at using this striking angle,  but the 
inconsistency of indentation depth ruled it out a s  any meaning- 
ful data possibility. The sliding tendency of the striking face 
at the 30° angle seemed to vary greatly and therefore account 
for the problem. 

Test Data 

The following data sheets  document the complete set of ten 
blows struck on each protective device a t  the 90' and 60' 
angles .  It should be noted that the average is given under 
the remarks column. The photographs which follow the data 
shee ts  show test machine calibration and a sampling of tes ted 
bellows after the braid and protective devices had been re- 
moved to  expose the actual line damage. The specimen angles 
referred to are the angles of the bellows longitudinal centerline 
relative to the direction from which the blow is struck. The arm 
angle refers to the height the arm was raised before re lease.  
This arm angle corresponds to  impact force as 80' = 265 lbs 
and 70' = 230 lbs .  
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of 

Str ike N o .  

DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Angle 

T e s t  Ruggedness  D a t e  

265 l b .  

of 

.059 

Te  s 

1 g o o  

t 23 Ju.3 1969 

I I  

I 
I .068 

Part  Name Bellows SK40 58  -3 Test Procedure 8-480088 

I 

Protec t ive  Mate r i a l  RTV Si l icone  - Cured  i n  P lace  

I 1  .058 . 0 5 5 5 a v e r a g e  

Force IDepth 1 Remarks 

II I .065 I I 
I t  .042 

II 1 .035  I 
I I I 1 -1 

.070 

II .040 

Tes t  Techn ic i an  /S/ L. M c  Knight T e s t  Engineer / s / K .  Kimble 
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DESIGN VGRIFICATION TEST 

TEST DATA SHEET 

Type of T e s t  Ruggedness D a t e  of Test 23 July 1969 

Part Name Bellows SK40 5 8 -3 T e s t  Procedure 8-480088 

Pro te c t ive M a t e r i a  

Strike N o .  Angle 
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DESIGN VERIFICATION TEST 

Str ike N o .  Angle Force Depth  R e  marks - 
1 goo 265 lb .062 

2 I 1  .052 

I 1  I I  .032 3 

I 1  

TEST DATA S H E E T  

9 

10 

I1 I f  .050 

.048 I I  I 1  . 0 49 5 average 

T e s t  Techn ic i an .  IS/ L. MC Knight T e s t  Engineer  /S/ K.  Kimble 
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DESIGN VERIFICATION TEST 

Force 

230 lb 

TEST DATA SHEET 

Depth Re marks 

.065 

Type of 

I1 

t I  

I 1  

Test Ruggedness Date  

,094 

.092 

.080 

of Te 

I 1  

II 

s t  23 July 1969  

e 078 

.075 .078 Average 

Part N a m e  Bellows SK4058-4 Test Procedure 8-4800 

Protective Material  Molded Silicone Rubber Strips 

Strike N o .  Angle 

I 2 I I t  I t  

I I 
I .065 I 

II I .068 I 
t I '  I 

I 1  I .095 I 
I , 
I I 1 

I 1  I .068 I I 

Test Technician /s/ L. M c  Knight Test  Engineer / S / K .  Kimble 
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DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Type of T e s t  Ruggedness  Da te  of Test 23 July 1969 

Part Name Bellows Test Procedure 8-480088 

Pro te e tive Materia 1 

I I I 
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DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Part N a m e  Bellows SK4O 5 8- 5 Test Procedure 8-480088 

Prote c ti ve Materia 1 Nylon 

Test Technician. /s/ L. M c  Knight Test Engineer /S/ K.  Kimble 
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DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Type of Test Ruggedness Date  of Test 23 July 1969 

Part N a m e  Bellows SK4058-5 Tes t  Procedure 8-480088 

Protective Material  Teflon 

Tes t  Technician /s/ L. Mc Knight Tes t  Engineer /S/ K O  Kimble 
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DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Type of Tes t  Ruggedness  Da te  of Test 23 July 1969 

Part N a m e  Bellows SK4058 -5 T e s t  Procedure 8-480088 

Protective Mater ia l  Teflon 
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Cal ib ra t ion  Of Ruggedness  T e s t  Mach ine  U s i n g  Load Cell To M e a s u r e  
Force Of Impact  
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Calibration Of Ruggedness T e s t  Machine Using Load Cell To Measure 
Force Of Impact 
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Braided Flexible Hose Installed for Impact 
Resistance Testing 
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Bellows Test Specimen 
After Ruggedness Test 

Rubber 

Nylon 

Teflon 

Protective Device Material After Damage 

Ruggedness Test Specimens 
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Ruggedness Test Specimen - Teflon Convolution Protectors 
Specimen a t  90" - Arm at 80"  
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Ruggedness Test Specimen - Molded Silicon Rubber 
Convolution Protectors 
Specimen at  60" - Arm at 70" 
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Ruggedness Test Specimen - Nylon Convolution Protectors 
Specimen at  90"  - Arm at 80" 
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3.2,2,3.5 

Test Requirement 

The Salt Fog Test was  performed to determine the resis tance 
of each test i t e m  to a salt fog atmosphere. 

Test Procedure 

The test was conducted in accordance with Section 17 of 
KSC-STD-164D. 

Test i t e m s  were bellows sections approximately six inches 
long modified per SK4058-3, -4 and -5. One i t e m  of each  
configuration was tested.  

Prior to installation in the test chamber, the test i t e m  was  
visually inspected for corrosion, dirt and oily f i l m s .  
Location and extent of corrosion was recorded. Dirt and 
oily f i l m s  were removed. The test i t e m  was installed in  
the test chamber as shown on Page 126 and in  accordance 
with Paragraph 4.4.1 of KSC-STD-164D. 

After 240 *2 hours of exposure in a sa l t  fog of 5% salt and 
95% water a t  95+$OF the t e s t  i t e m  was  allowed to  stand 
until thoroughly- dry. 

The test i t e m  was photographed at the conclusion of the 
Salt  Fog Test while still in the test position. The test 
i t e m  was  visually inspected for corrosion. Location and 
extent of corrosion was recorded. 

Test Results 

The results of the Salt Fog Testing conclusively demonstrated 
that  none of the materials used as protective devices are 
affected by this simulated atmospheric condition. N o  effects 
of the test were visible and no material deterioration was 
observed even when closely inspected. 

Test Data 

The data sheets  and photographs which begin on Page 127 
document the results of the Salt Fog Testing. In the photo- 
graph of the t e s t  specimen shown after test, the protective 
devices were peeled back to reveal the bellows convolutions. 
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DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Type of Test Salt Spray Date of Test 2 4  TUlY I969 

Part Name 

Test Procedure 8-480088 Part Serial Number 

Bellaws Section Part Number SK40 5 8- 4 - 

Salt  Solution 5 %  

Temperature 95 .5  OF 

Humidity 98 % 

Air Pres sure 4 PSIG 

Duration of Test 240  Hours 

Remarks 

Protective Material - Silicone Rubber 

N o  evidence of corrosion. 
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TY Pe 

DESIGN VERIFICATION TEST 

TEST DATA SHEET 

of Tes t  Salt Spray Date of Tes t 2 4  July 1969 

Part N a m e  Bellows Section Part Number SK40 5 8- 3 

Test Procedure 8-480088 Part Serial  N umber 

Salt  Solution 5 %  

Temperature 95.5 OF 

Humidity 98 % 

Air Pres sure 4 PSIG 

Duration of Test 240 Hours 

R e  ma rk s 

Protective Material - RTV Silicone 

N o  evidence of corrosion. 

Test Technician 

Test Engineer I s /  K. Kimble 

/sf’ L. M c  Knight 
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DESIGN VERIFICATION E S T  

TEST DATA SHEET 

Type of Test Sa l t  Spray Da te  of Test 24 July 1969 

Part  N a m e  Bellows Sec t ion  Part Number 

Test Procedure 8-480088 Part Ser ia l  Number 

Salt Solution 5 %  

Temperature 95.5 OF 

Humidity 98 % 

Air Pre s sure 4 PSIG 

Duration of Test 2 4 0  Hours 

,Re marks  

Protective Mater ia l  - Nylon 

N o  ev idence  of corrosion. 

Test Technician IS /  L. M e  Knight 

T e s t  Engineer Is/ K. Kimble 
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DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Type of T e s t  Salt Spray Date  of Test 24 July 1969 

Part N a m e  art Number 

Test Procedure 8-480088 Part Ser ia l  Number 

SK40 58-5 

Sa l t  Solution 5 %  

Temperature 95 .5  O F  

Humidity 98 % 

Air  Pres sure  4 PSIG 

Duration of Tes t  240 Hours 

Remarks 

Protective Material - Teflon 

N o  ev idence  of corrosion 

Test Technician / S I  L. M c  Knight 

Test Engineer ' S I  K. Kimble 
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Unknown Discoloration Which 
Existed Prior to Salt Spray Test 

Salt  Spray Test Specimen (After Test) 
Molded Silicon Rubber Convolution Protectors 
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3.2,2,3,6 

Test Requirement 

The Low Temperature Test was  conducted to  determine the 
abil i ty of coating material (Nylon, Teflon and Silicone 
Rubber) t o  withstand low temperature thermal shock. 

Test Procedure 

The test i t e m s  for this test were three (3) bellows sections 
approximately six inches long, one coated with Nylon, one 
coated with Teflon, and one coated with Silicone Rubber as 
shown per SK4058-3 ,-4 and -5. Each test i t e m  was subjec- 
ted t o  the following test a s  shown on Page 1 3 3 .  

A thermocouple was  attached and liquid nitrogen was poured 
over one-half of the outside of the tzst i t em until the 
temperature of the part reached -100 F. The test i t e m  was  
then allowed to return to  room temperature and inspected 
for defects as a resul t  of this test. This test was  performed 
three (3) t i m e s  on each test i t e m .  

Each test i t e m  was  inspected after each application of 
liquid nitrogen for defects,  such as cracks,  peeling or 
chipping. The extent  and location of any defects was 
recorded and photographed. 

Test Results 

None of the specimens were affected in any way detectable 
by the short t i m e  exposure to  -1OO'F. However, since the 
test set-up was a simple one and no real information had 
been generated by the tests to that point, an experimental 
procedure was undertaken. The specimens were chilled to 
-ZOOOF, flexed and also wggedness  tested to a limited 
degree. Detailed descriptions of the results of this 
experimental testing is given in the "Remarks" column of 
each  data shee t  which follow. 
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-1 TEST 
AREA 

TEST 
ITEM 

+ 

VACUUM JACK 

Test Set-Up, Low Temperature 

Page 133 



DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Type of Test Low Temperature Date of Test 15 July 1969 

Bellows Section Part Number SK4058-5 

Test Procedure 8-480088 Part  Serial  Number 

Tes t  I t e m  Temperature Remarks 

-1OOOF & -ZOOOF Protective Material - Teflon 

The specimen was chil led to  -1OOOF and returned t o  

ambient twice with no visible deformation of the 

Teflon. The specimen was chil led t o  -ZOOOF and 

flexed approximately 20' with no visible defects. 

The specimen was subjected to  impact as follows: 

The impact area was the width of two protective 

material bands. With the specimen at -ZOOOF, a 

blow of 65 force pounds was struck with no visible 

damaqe. With the specimen a t  -200'F a blow of 180 

force pounds was  struck resulting in  the following 

damage: One of the bands cracked approximately 

one half of its width and the convolution under it 

dented t o  approximately .050 inch deep. The second 

band was  not damaged but the convolution under it 

was  dented approximately .040 inch. 

Test Technician /S/ L. Mc Knight 

Test  Engineer /s/ K. Kimble 
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DES I G N VERI F IC AT1 0 N TEST 

TEST DATA SHEET 

Type of Test Low Temperature Date of Test 15 July 1969 - 

Part Name Bellows Section Part ,.lumber SK4058-4 

Test Procedure 8-480088 Part Serial Number 

Te s t I te m Temper a ture Remarks 

-1OOOF ti -2OOOF 

The specimen w a s  chil led to  -1OOOF and returned - 

to ambient twice with no visible deformation of the- 

rubber. The specimen was-chi l led to  -ZOOOF and 

flexed approximately 10' with no visible defect.  

The specimen was  subjected to  impact as follows: 

With the specimen at -ZOOOF, a blow of 65 force 

pounds was  struck with no visible damage. With 

the specimen at -ZOOOF, a blow of 180 force 

pounds was  struck with the following resu l t s :  

A very s l ight  indentation was  made in  the rubber. 

The impact area was  two protective bands each  

coverinq two convolutions. Of the four convolutions 

struck only one showed damage, a dent ,  of approxi- 

mately .015  inch in depth. 
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DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Test Low Temperature 

Part Name  Bellows Section 

Date 

Part 

of Te 

N u m b e r  SK 4058-3 

Test Procedure 8-480088 Part Serial N u m b e r  

Test Item Temperature R e m a r k s  

Specimen w a s  chilled t o  -1OOOF and returned to  

ambient twice with no visible deformation of the 

protective material. The specimen was  chil led to  

-ZOOOF and flexed approximately 30'. There was 

no visible deformation of the protective material. 

The specimen was impacted at -200°F with 65 

pounds of force with no visible damage and at 

-2OOOF with 180 pounds of force with no visible 

damage. -- - 

I s /  L, Mc Knight I Te s t Technician 

/s/ K. Kimble Test  Engineer 

Page 136 



DESIGN VERlFICATION TEST 

TEST DATA SHEET 

- I  
Type of Test Low Temperature Date of Test 15 July 1969 

art N a m e  Bellows Section Part Number SK 4058-5 

T e s t  Procedure Part Serial Number 

T e s t  I t e m  Temperature Remarks 

-1OOOF & -20O0F Protective Material - Nylon. - 
The specimen was  chilled to  - 1 O O O F  and returned 

to ambient twice with no visible deformation of the 

Nylon. 

flexed approximately ZOO with no visible defects ,  

Impact area was the width of two protective 

material bands. With the spec imen  a t  -ZOOOF, a 

The specimen was chilled t o  -2OOOF and 

blow of 65 pounds force was struck with no visible 

damaqe. With the specimen at -200°F, a blow of 

180 pounds force was struck resulting in  the following 

damaqe. 

width of the band and approximately half its depth. 

One of the  two bands was cracked the full 

The convolution under this band w a s  dented to 

aprxoximatelv . O S 0  inch in depth. The convolution 

b l o w  was dented to a m r  oximate'lv .O 15 inch and 

the one above approximately . 0 10  inch. The 

second band was  not damaged nor the convolution 

under it .  - 

Page 137 



Low Temperature Test Setup 
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Chilldown of Bellows Test Specimen 
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3,2,2.3,7 High Temperature Test 

The High Temperature test was  conducted to  evaluate the 
test i t e m  under the most severe simulated high temperature 
conditions, that  of its expected proximity to the blast  of 
a launch vehicle during lift-off. 

Te S t  Procedure 

The test i t e m s  for this test were short bellows per SK4058-3, 
-4 and -5. A f lame source having the minimum capacity of 
1400 *10O0F. was  mounted in a fixed position. 
set-up on Page 141.) The distance from the f l a m e  at which 
the temperature of 1400 *lOO°F was attained was determined 
and marked. The test i t em was  then exposed to the f l a m e  
at this  point for a period of ten (10) seconds.  

(See test 

When the test i t e m  was returned to room ambient conditions, 
it was photographed in the t e s t  position and visually inspec- 
ted.  Visible defects as  the result of the test were recorded. 

T e  s t Results 

As  depicted on the  data shee ts  and photographs which follow, 
the Teflon Bumper Strips were apparently unaffected by 1 0  
second exposure to 1400'F. The other protective device 
materials were damaged as follows: (a) RTV Silicone (cured 
in place) - slight discoloration, no apparent damage: (b) 
Silicone Rubber Strips - ignited and tended to sustain com- 
bustion after five seconds of exposure; (c) Nylon - distortion 
and charring immediately; severe damage. Based on this  
testing, Teflon is obviously superior in  this type of environ- 
ment, however, i t  should be pointed out that  AMS 3004 
extrusion grade silicone material was used for the silicone 
rubber strips which ignited. This is a grade which can ,  and 
often does,  contain some foreign matter since the specifica- 
tion is somewhat loose in this  respect. A more pure 
composition of silicone and possibly a molded rather than 
extruded fabrication technique could result  in  a much better 
high temperature res is tant  product. 



/TEST 
FLAME NOZZLE 

?=\XED WS\TION) 

Test Set-Up , High Temperature 
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DESIGN VERIFICATION TEST 

TEST DATA SHEET 

Type of T e s t  High Temperature Date of Test 2 1  July 1969 

art N a m e  Bellows Section Part Number SK 4058-3 

T e s t  Procedure 8-480088 Part Serial &umber 

T e s t  Item Temperature Remarks 

1 4OO0F Protective Material - RTV Silicone 

Duration of Test 

10  seconds 

After 10 seconds of exposure to  14OO0F, the 

RTV showed a very s l iqht  dark discoloration 

over about 1/4 of the hea t  effected area. 

There was no visible damaqe to  the material. 

T e s t  

T e s t  

/s/ L. Mc Knight * Technician 

Engineer / s / K .  Kimble 
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DESIGN VERIFICATION TEST 

“EST DATA SHEET 

Type of Test High Temperature Date of Test 7/21/69 

art N a m e  Bellows Section Part Number SK 4058-5 

Test Procedure 8-480088 Part Serial Number 

Test Item Temperature Remarks 

140OOF 

Duration of Test 

10  seconds 

After 10 seconds of exposure to 140OOF 

the Teflon showed no visible damage. 

I s /  L. M c  ,Knight Te s t Technician 

I s /  K.  Kimble Test Engineer 
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D E S I G N  V E R I F I C A T I O N  T W  

TEST DATA SHEET 

Type of Test High Temperature Date of Test 2 1  July 1969 

art Name Bellows Section Part Number SK 4058-4 

Test Procedure 8-480088 Part Serial Number 

Test Item T e m  pera'ture R e m a r k s  

140OOF Protective Material - Silicone Rubber 

After 10 seconds,of exposure to 140OOF Duration of Test 

10  seconds the rubber was aflame. Iqnition occurred 

after about 5 seconds after exposure. 

T e s t  Technician- I s /  L. Mc Knight ' 

I s /  K. Kimble Test Engineer 
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DESIGN VERIFICATION TEST 

EST DAT4 SHEET 

Type of T e s t  High Temperature Date of Test 2 1  July 1969 

art Name Bellows Section Part Number SK 4058-5 

- 

Test Procedure 8-480088 Part Serial Number 

Test I t e m  Temperature Remarks 

140OoF Protective Material - Nylon. 

Du ration of Test After 10 seconds of exposure to  14OO0F, 

the nylon in the heat  effected area was  

distorted and charred. 

10 Seconds 

/s/ L. M c  Knight Test Technician 

/s/ K. Kimble T e s t  Engineer 
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Ruggedness Protection for Bellows Assembly 
Being Evaluated for Resistance to 1400°F  for 
'10 Seconds 
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Environmental Test Specimens After Exposure 
to 1 4 0 0 ° F  for 10  Seconds 
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High Temperature Test Specimen 
RTV Silicone Coating After High T e m p e r a t u r e  T e s t  
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Teflon and Nylon Convolution Protectors 
After Exposure to 1400°F for 10 Seconds 
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Silicon Rubber Convolution Protectors After 
Thermal Exposure - 1 4 0 0 ° F  for 1 0  Seconds 
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3 , 3  .O CONCLUSIONS 

Bellows designs for vacuum jacketed flex hoses  of the 
general s i ze ,  functions and environmental conditions as  
this  study has  investigated (service arm cryogenic transfer 
hoses  on Launch Complex 39) are primarily aimed a t  achiev- 
ing the greatest flexibility consistent with pressure, 
ruggedness and fatigue life requirements. The results of 
this  study indicate that ,010 inch wall  thickness in use  
for outer jacket bellows is too thin for the ruggedness 
required to withstand impact and abrasion loads associated 
with handling, installation and operating conditions. A 
minimum wall thickness of ,016 should be used on any 
future flex hose designs of comparable s ize .  

Protective Devices 

The concept of using an energy absorbent material between 
the braid and outer jacket bellows for the purpose of im- 
proved ruggedness is feasible and constitutes state-of-art 
advancement. Although more development is required to  
optimize the shape of the material, enough testing (see 
Test Report, Page 60  ) was accomplished to  verify that the 
design is basically sound and practical to use .  Material 
selection as well  as configuration must depend on environ- 
mental conditions and economic considerations. However, 
RTV (room temperature vulcanizing ) silicone rubber molded 
directly onto the circumferential t ips of the bellows con- 
volutions is one very promising combination. Whether or 
not the outer jacket  braid could be entirely dispensed with 
depends on flex hose applications. If one of the protective 
device materials did replace braid on an outer jacket flex 
hose ,  the resistance to bending would not be appreciably 
altered. 

Flexibility 

The resistance to  bending of an  un-pressurized vacuum 
jacketed flex hose is reduced by approximately 50% when 
the braid is removed. Tests a l so  showed that as little as 
15' of bend will  cause braid to  take a permanent "set" and 
not return to  normal position when released, even i f  the 
line is pressurized. The load to deflect a flex hose is 
highly sensit ive to line length, pressure and bending mode. 
Bending a braided, pressurized flex hose about a radial 
arc requires much less force than moving a similar distance 
by causing the bellows to  be offset in two parallel planes. 
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Resistance to bending increases  in  either case in roughly 
direct proportion to  pressure and distance moved, The 
tendency of the braid to lock the bellows in a deflected 
position once deflection has  occurred can be attributed to  
the braid weave design and little can be done to  affect 
this tendency except possible braid re-design e 

Low spring rate bellows should be used on both inner and 
outer bellows of a V .  J .  flex line to  minimize bending 
loads,  but the most critical factor in flexibility is line 
routing geometry. It is concluded that parallel offset 
bending should be avoided wherever possible and when 
unavoidable such l ines should be a s  long as  feasible and 
should be supported by flexible sl ings.  

3.4.0 RECOMMENDATIONS 

Flex Line Design 

I t  is recommended that a minimum of .016 inch wall thick- 
ness  replace all .010 inch thick outer jacket bellows 
material for a l l  line s i zes  and configurations in present 
use  and for future designs.  This study has shown that an 
increase in convolution height can  compensate for added 
wall thickness and further that  braid and bending mode are 
more critical t o  overall line flexibility than a s m a l l  increase 
in bellows wall  thickness a 

Single ply bellows are recommended rather than multiple- 
ply construction based on greater ruggedness and reliability. 

This study does not obviate the need for the wire braid on 
the outer jacket ,  however future study might indicate that 
energy absorbent material could entirely replace the braid. 
The need for energy absorbent material t o  protect the outer 
jacket of a vacuum jacketed flex line is shown in the Phase 
I Technical Report and it is recommended that a material 
equivalent t o  transparent RTV (room temperature vulcanizing) 
silicone rubber be molded to  the outer bellows convolutions e 
The thickness of the rubber should be determined by the 
magnitude of force expected to  be encountered in service,  
For flex lines used in an application such a s  those a t  
Launch Complex 39 on the LUT, a thickness of .094 t o  .125 
inch is indicated by tests to be very effective. 

Additional Study 

A. Wire Braid 
The research efforts and testing program results indicate 
that a considerable information gap exists in the area of 
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3 . 5 . 0  

tubular wire braid design, application and affect on 
flex hoses .  The efforts of this  study were unique in 
exploration of braid design and indicate the need for 
further study, It is recommended that a study of 
angle,  weave design, wire 
wire s i zes  be given consideration. The results of 
such a study will lead to  a more detailed knowledge 
of the mechanical relationships of braid as related to 
total  flex hose design. 

e r ia l s ,  coatings 

B. Cycle Life  

Although this study program did establish new data 
on bending loads of flex hoses ,  both jacketed and 
non-jacketed, it was not within the scope of the test 
plan to evaluate cycle life and failure modes due to 
flex cycling of jacketed l ines.  The exact nature of 
flexural fatigue failure with varying degrees of damage 
would be valuable information and a program of study 
is therefore recommended. 

C .  Bending Loads 

Ability to calculate bending loads of braided flex lines 
is lacking in current technology. A study of means 
to  accomplish this  type of calculation should be under- 
taken. Such a study should be aimed at development 
of enough test data of various line configurations to 
insure a reliable analytical approach. 

DESIGN SPECIFICATIONS 

Due to the wide variations in applications of flex hoses 
requiring specific designs for each individual case it would 
be impossible to generate one or even a family of procure- 
ment specifications to serve all cases. Therefore the 
following Design Guide is given to  serve a s  a source of 
state-of-art flex hose design criteria as updated by this 
study program e 

Bellows 

Bellows should be single ply of sufficient thickness to  
withstand normal handling. Multiple ply bellows should 
be avoided on flex hoses  due to  high cost and non-repairable 
nature of the assembly. Where extreme flexibility and long 
cycle life are required of a short flex hose,  multiple ply 
bellows design may be the only answer, However, a close- 
pitch , high convolution bellows is usually the bes t  design 
for a combination of long flex life and reliability. 
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Braid 
_II 

One aspect  of bellows design not widely understood is 
pressure instability or “squirm” e This happens when a 
bellows is pressurized beyond its capacity to maintain 
its shape and tends to curl or twist over its length. Nor- 
mally this  is not a problem with flex hose s ince tubular 
wire braid is used to contain the bellows and the stability 
is maintained throughout the design pressure range s ince 
the higher the pressure the greater the end load on the 
braid and the tighter it encloses  the bellows. However, 
the effectiveness of the braid enclosure is dependent on 
the angle of the braid weave. Thus it must be specified 
that the braid angle (normally 45’ to  55O) be such that 
squirm is not possible.  

The end attachment of braid on a flex hose is the weakest 
point in the braid i f  it is welded since the heat  affected 
zone of the weld area is annealed and the res t  of the braid 
wire is somewhat strain hardened. Stress analysis should 
always take this into consideration and braid should be 
selected and specified accordingly. In the c a s e  of vacuum 
jacketed flex hose the inner line braid should be s ized to  
carry the entire end load due to  pressure. Outer jacket 
braid should be optional depending on method and extent 
of outer jacket  protection. 

Protective Devices 

Whether outer jacket  braid is used or not, protective 
covering of the bellows is needed. The degree of flexibil- 
ity of the line will be similar in either c a s e .  A material 
equivalent t o  1/8 inch of RTV silicone rubber is suggested 
a s  a molded bellows convolution protective bumper. The 
degree of protection should be  specified by maximum 
damage which can  be allowed while still maintaining reliable 
function of the flex hose,  This should be determined by 
qualification testing with an impact tes ter  and flexural fatigue 
testing e 

General De siqn 

Where it is desirable that a vacuum jacketed flex hose be  
repairable in  the field then the outer jacket braid should 
have mechanical end attachments rather than welded or 
brazed. If the hose is complex enough that repairs of many 
types of damage can be economically considered then the 
welding of end flanges or’connections should be designed 
such that removal and replacement is possible e 
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CRES Type 316L is currently the bes t  available material 
for flex hose assemblies  exposed to salt spray environ- 
ment. However, corrosion will still be a problem i f  
welds are wire brushed with contaminated brushes or if 
welds  are not passivated thoroughly. A s  a general rule 
of thumb, centerline bend radii for hoses in the diameter 
range of six to twelve inches should be about ten times 
the hose diameter as a minimum. This ratio will go up 
for larger s izes  and decrease somewhat for smaller s i zes .  
I t  can  be expected that one thousand cycles  of bending 
about such radii can  be designed for without special 
development problems. Standoffs between inner and outer 
jacket  bellows which maintain concentricity should be low 
hea t  conduction material which will  not damage the bellows. 
Polytetrafluorethylene has  proven satisfactory in  the pas t  
in both aspects and is recommended. 
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